
NS-8966
自動轉頭擔桿壓平機
Automatic Rotation Yoke PressAutomatic Rotation Yoke Press

• 適用于襯衫擔桿壓熨

• 采用PLC控制器控制及人性化觸摸顯示屏操作

• 采用垂直加壓方式，壓熨更平整，壓力效率更大

• 輕壓、重壓兩種壓熨方式供選擇設定，可滿足不同面
料需求

• 上模電加熱配合數字式溫度控制器控制溫度更為精確

• 上加熱板只有一套, 下模有兩套作業可節省電力

• 自動旋轉式雙下模，操作方便、工作效率高

• 下模用柔軟硅膠製作，能完美配合擔桿形狀，實現完
美壓熨效果

• 備有熨鬥架(不帶熨鬥)，客戶可根據需要配合熨燙，
令壓熨效果更完美

• 下模可抽濕（需另購真空泵），有助衣物定位，冷卻、

型 號
Model

電 源
Power Supply

總功率 (kW)
Total Power

壓縮空氣壓
Compressed

NS-8966 3PH/380V/50Hz 6.2 5

定型效果佳

選購件：
NS-3400系列真空抽濕泵
NS-3401系列真空抽濕泵

工作中 In Working

• Suitable for shirt yoke pressing
• Adopt PLC and user friendly touch screen for operation
• Vertical pressure increasing mode for a more flat pressing 

effect and higher efficiency
• Gently pressing and heavy pressing modes are available for 

pressing different fabrics
• The upper mould electric heating combines with digital pp g g

thermostats for more accurate temperature control
• Double lower moulds and only one upper mould with heater 

design could save electric power
• Automatic rotation double lower moulds are applied for easy 

operation and high efficiency
• Lower mould is made of soft silicon rubber, which could 

match the shape of shirt yoke perfectly and ensure a perfect 
pressing effect  

• Equipped with an iron stand (without iron), users could 
apply an iron for assisting, the pressing effect will be more 
perfect

• The lower mould with the function of vacuum (need to

壓力 (kgf/cm2)
d Air Pressure

耗壓縮空氣量 (L/min)
Compressed Air Consumption

機身尺寸 (mm)
Machine Size

5 120 1790×1660×1710

• The lower mould with the function of vacuum (need to 
purchase a vacuum pump additionally), which is helpful  for 
garment fixing, cooling down and fine shaping effect

Options:
NS-3400 series vacuum pump
NS-3401 series vacuum pump
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