
NS-53P-1自動反領焗領機
Automatic Retractable Collar Turni
Blocking Machine

• 適用於反領、焗領

• 采用PLC可編程控制器控制及人性化操作界面

觸摸顯示屏操作

• 加熱採用獨立數字式溫度控制器控制，溫度控• 加熱採用獨立數字式溫度控制器控制，溫度控

制更精確

• 脫模壓領，使焗領效果更加平整

• 雙模式操作及雙路軌送布設計，提高生產效率

• 壓力及時間均可調節

• 設有2支反領針

選購件：

型號
Model  

電源
Power Supply

總功率 (kW)
Total Power

發熱線功率 (kW)
Heater Power

壓領最長
Max. Pressin

NS-53P-1 1PH/220V/50Hz 1.2 1 6

選購件：

NS-76A、NS-76B切領咀反領機

ing And 

• Suitable for turning and blocking collar
• Adopt PLC and human machine touch screen for 

operation
• Independent digital thermostat for accurate 

t t t ltemperature control
• Collar is pressed after collar template being retracted, 

in order to make collar flatter
• Twin mould operation and twin collar feeding 

mechanism for high efficiency
• Pressure and time are adjustable 
• With two collar turning needles
Options:

長(inch)
ng Length

壓縮空氣壓力(kgf/cm2)
Compressed Air Pressure

耗壓縮空氣量(L/min)
Compressed Air Consumption

機身尺寸(mm)
Machine Size

5 30 820×870×1260*

Options:
NS-76A , NS-76B Collar Point Trimming And 
Turning Machine
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