
NS-532
針織驗布機連鬆布撥
Knitting Fabric Inspection Machine w

• 適用於針織或彈性布鬆布

• 降低捲布產生的張力降低捲布產生的張力

• 能調校疊布幅度450-600mm 

• 無段電子變速，可調速設計，配合不同的需要

• 驗布板采用乳白色亞克力，光線均勻、柔和

• 備布碼計數表(可公英制轉換)，能測量布料之長度

with Loosing Spreader                             

• Suitable for loosening knitted or elastic fabric 

• Reduce tension resulted from fabric winding

• Swing range:450-600mm 

• Continuous electronic speed variation

• Ivory-white acrylic cloth inspection board emits 

uniform and soft light

• With a meter switchable between metric and 

imperial for cloth length measurement

NS-532  2018-12-14  V1.30



機身正面驗布系統
Fabric length metering system

布碼計數表可根據客戶需要安裝於左側
Fabric length meter can be mounted on the left side at 
customer’s request

型號

Model
電源

Power Supply
總功率(kW)
Total Power

松布馬達(kW)
Fabric loosing motor

散布馬達(kW
Fabric Unwinding M

NS-532 3PH/380V/50Hz 2.2 0.55 0.55

機身尺寸及穿
Machine Size & Clo

機身背面鬆布系統
Back mounted fabric loosening system

選購件: A2016 放布板層架，多層放布節省空間
Option: A2016 multi-layer space saving fabric storage

W)
Motor

捲布馬達(kW)
Fabric Winding Motor

工作寬度 (inch)
Working Width

淨重(kg)
Net Weight

機身尺寸(mm)
Machine Size

0.75 90 462 3050×1380×2040

穿布示意圖
oth Travel Diagram
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