
NS-8934 / NS-8934-L
自動三頭粘合壓平機
Automatic Triple-buck Fusing Pres

• 適用於襯衫領、明筒的粘合壓熨

• 采用PLC可編程控制器控制及人性化操作界面觸摸顯

示屏操作，可設定輕壓、重壓等壓熨方式

• 上模采用優質鋁合金制造，傳熱速度快且平均；並

配合四個數字式溫度控制器控制溫度更為精確

• 下模采用伺服馬達驅動旋轉，旋轉定位更精確

• 三下模旋轉設計，可同時進行壓熨、冷卻定型、擺

料三步操作，大大提高工作效率

• 采用冷水機冷卻壓熨後的衣料，保證極佳壓熨效果

• 優化設計，采用增壓缸加壓(重壓)，加壓壓力大，生

產效率高，質量好，操作簡單，維修方便

• 備高靈敏度電眼系統，提高操作者安全• 備高靈敏度電眼系統，提高操作者安全

ss

• Best for fusing and pressing shirt collar and front placket
• Apply PLC and human friendly machine touch screen for 

operation, and gently pressing , heavily pressing etc. can 
be selected

• The upper mould is made of high quality aluminum alloy, 
so the heat transferring becomes faster and evener. It has 
four thermostats for accurate temperature control

• The lower mould adopts servo motor drive to rotate 
positioning accurately

• Equipped with 3 moulds rotary design to apply for  
i li d l i t i l i lt lpressing , cooling and laying material simultaneously  

thus the work efficiency has been improved greatly
• Water cooling system for perfect pressing result 
• Optimizing design on pressure boosting system which can 

provide enough pressure, high efficiency and quality, easy 
operation and convenient maintenance

• Equipped with high sensitive electric eye system to ensure 
the operator’s safety
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Table

機身尺寸 (mm)
Machine Size

1.5 5 200 5
800×400 2170×2020×1550

1000×500 2620×2370×1620
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