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DESCRIPTION

Our linear vapor tight is housed in polycarbonate 

silicon perimeter gasket with brackets for mounting. 

Engineered for powerful lighting, the IP65-rated LED 

Vapor Tight Linear Fixtures are designed to replace 

garage, corporate campus, education facility, storage 

facility, car washes, tunnels and stairwell lighting. 

Using up to 65% less energy and operating for up to 

50,000 average life hours. 

DLC Premium 

IP65 Rated

Designed for maximum operation in commercial environments

Uniform and consistent color

Lighter weight housing for easy installation

LED emergency drivers compatible

Non corrosive PC lens

Stainless steel hasps and clips

Dimmable: 1-10V

Input Current: 0.21A

Power Factor: >0.9

Input Voltage: 120-277V

VAPOR TIGHT LINEAR (VTL) PARKING GARAGE

ACCESSORIES

Emergency Driver

IP
65

IP
65

© 2020 naturaLED® All rights reserved 

FEATURES

EXAMPLE: LED-FXVTL25/48CL/PG/840

FX VTL 25 48CL/48FR PG

Category

FX

Fixture

Series

VTL

Vapor Tight Linear

Wattage

25       25W

Length/ Lens

48CL   48” Clear

48FR   48” Frosted

Type

PG

Parking Garage

Ordering Information

840

CRI/Color Temp

8  CRI 80

40   4000K

110

152

DIMMA

WARRANTY
5 Year Warranty

APPLICATIONS

Corporate Campus Lighting

Education Facilities Lighting

Healthcare Facilities Lighting

Parking Structure

Tunnels

Car Wash

Stairwell Lighting

Meeting rooms

Schools

Hospitals

Hospitalities
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Motion/Daylight Sensor

Motion Sensor
Option Available

Linear Standard: 110
Parking Garage: 152

NEMA 4X

ETL 
Sanitation 
Listed

Focus on LED linear l ighting 

FEATURES APPLICATION/SCENARIO

WARRANTY

LH-LIAR

LH-LIAL

LH-LIAP

LED LINEAR LIGHT
Commercial&Industrial

IP Grade: IP 20

Uniform and Consistent Color

High Luminous Flux: 130-160LM/W

Dimmable: DALI / 0/1~10V / Undimmable

CRI: > 80 Ra

Power Factor: > 0.95 

CCT: 4000K / 5000K

Voltage: AC220-240V 

Power： 20W / 30W / 40W / 60W / 80W / 100W       

Length: 2ft / 3ft / 4ft / 5ft / 6ft / 8ft

Light Type: Linkable / Single

Light Direction: Light up and down / Light down

Cover Options: LENS / Radian Frosted PC / Plane Frosted PC etc.

Easy to split: Accessories can be replaced

Easy to Install: Suspended / Surface Mounted

Energy-saving and Eco-friendly

Application/Scenario 

Office & Office Building 

Corridor 

Shopping Mall & Supermarket 

Garage & Car Center 

Industrial & Manufacturing

Home lighting 

Gym

Library

5 Year Warranty

DESCRIPTION
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ORDERING

9269

9270

9271

9272

9273

9274

9275

9276

9277

9278

9279

9280

9281

9282

9283

9284

9342

9343

LED-FXVTL25/48CL/PG/840

LED-FXVTL25/48CL/PG/850

LED-FXVTL52/48CL/PG/840

LED-FXVTL52/48CL/PG/850

LED-FXVTL25/24FR/840

LED-FXVTL25/24FR/850

LED-FXVTL25/48FR/840

LED-FXVTL25/48FR/850

LED-FXVTL40/48FR/840

LED-FXVTL40/48FR/850

LED-FXVTL52/48FR/840

LED-FXVTL52/48FR/850

LED-FXVTL65/48FR/840

LED-FXVTL65/48FR/850

LED-FXVTL90/96FR/840

LED-FXVTL90/96FR/850

LED-FXVTL25/48FR/850-SEN

LED-FXVTL40/48FR/850-SEN

4000K

5000K

4000K

5000K

4000K

5000K

4000K

5000K

4000K

5000K

4000K

5000K

4000K

5000K

4000K

5000K

5000K

5000K

25

25

50

50

24

24

25

25

38

38

50

51

65

65

90

90

25

38

3,106

3,146

6,266

6,335

3,387

3,431

3,562

3,595

5,378

5,444

6,992

7,092

9,097

9,159

12,411

12,509

3,595

5,444

2 x 32W T8

2 x 32W T8

4 x 32W T8

4 x 32W T8

3 x 17W T8

3 x 17W T8

2 x 32W T8

2 x 32W T8

3 x 32W T8

3 x 32W T8

4 x 32W T8

4 x 32W T8

5 x 32W T8

5 x 32W T8

6 x 32W T8

6 x 32W T8

2 x 32W T8

3 x 32W T8

48”

48”

48”

48”

24”

24”

48”

48”

48”

48”

48”

48”

48”

48”

96”

96”

48”

48”

152°

152°

152°

152°

110°

110°

110°

110°

110°

110°

110°

110°

110°

110°

110°

110°

110°

110°

50,000

50,000

50,000

50,000

50,000

50,000

50,000

50,000

50,000

50,000

50,000

50,000

50,000

50,000

50,000

50,000

50,000

50,000

P

P

P

P

P

P

P

P

P

P

P

P

P

P

P

P

P

P

*P= Premium DLC / *S = Standard DLC 

Ordering
Code Description

Color
Temp (K)

Lumens
(lm) Size

Equiv.
Wattage
(W)

Beam
Angle

Rated
Hrs IP65

DLC
(S/P)

Watts
(W)
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Parking

(Wide)

Linear

(Standard)

SOLD SEPARATELY

MOUNTING / ACCESSORIES

Motion Sensor

• K234301 FXVTL-MC605VD-MT

Emergency Driver Kit

• K7334300 FXVTL-BAEM-MT

With Sensor

OPTIONAL ACCESSORIES  (PAY 

MOUNTING / ACCESSO

Motion Sensor

Track 

Emergency Driver Connector

 Suspension 

Suspension Accessory

LED Driver
Lamp body
Light Source Board
PC Cover

PC Cover（optional）
End cap of Aluminum

Housing

End component of
Aluminum 

Reflector
 End Cap on Lamp body

Transparent

6063# Aluminum Housing
Light Source Board（optional）

LED LINEAR LIGHT
Commercial&Industrial

INSTALLATION

Put the connector into the lamp, link the lamps.

Linear 1

Linear 1

Linear 2

Linear 2
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SPECIFICATIONS 

2-ft / 4 -ft

PHOTOMETRICS CHART PACKAGE

Size Height (H) Width (W) Length (L)

2-ft

4-ft

8-ft

3.35” (85.1mm)

3.35” (85.1mm)

4.00” (101mm)

4.8” (120.9mm)

4.8” (120.9mm)

6.3” (160mm)

24” (609.6mm) 

48” (1219mm) 

96” (2438mm) 
W

H

L

8-ft

W

H

L

VTL 25W
PG (4’)

80

120

160

200

240

cd/klm η = 100%
C0 - C180 C90 - C270

0° 15° 30° 45°

60°

75°

90°

105°

120°

135°150°165°180°165°150°135°

120°

105°

90°

75°

60°

45° 30° 15° 0°

VTL 52W
PG (4’)

80

120

160

200

240

cd/klm η = 100%
C0 - C180 C90 - C270

0° 15° 30° 45°

60°

75°

90°

105°

120°

135°150°165°180°165°150°135°

120°

105°

90°

75°

60°

45° 30° 15° 0°

VTL 25W
(2’)

100

150

200

250

300

cd/klm η = 100%
C0 - C180 C90 - C270

0° 15° 30° 45°

60°

75°

90°

105°

120°

135°150°165°180°165°150°135°

120°

105°

90°

75°

60°

45° 30° 15° 0°

VTL 52W
(4’)

100

150

200

250

300

cd/klm η = 100%
C0 - C180 C90 - C270

0° 15° 30° 45°

60°

75°

90°

105°

120°

135°150°165°180°165°150°135°

120°

105°

90°

75°

60°

45° 30° 15° 0°

VTL 65W
(4’)

100

150

200

250

300

cd/klm η = 100%
C0 - C180 C90 - C270

0° 15° 30° 45°

60°

75°

90°

105°

120°

135°150°165°180°165°150°135°

120°

105°

90°

75°

60°

45° 30° 15° 0°

VTL 90W
(8’)

100

150

200

250

300

cd/klm η = 100%
C0 - C180 C90 - C270

0° 15° 30° 45°

60°

75°

90°

105°

120°

135°150°165°180°165°150°135°

120°

105°

90°

75°

60°

45° 30° 15° 0°

Master Pack: 1 pc

Weight

4.2 lbs

6.3 lbs

16.73 lbs

EMERGENCY SUPPLY

LED LINEAR LIGHT
Commercial&Industrial

ABOUT LIGHTING

US Market: Black-Neutral wire / White-Live wire / Red-Switch wire / Green-Earth wire
Indicator color (Green ‒ main power, Yellow ‒ malfunction, Red - Charging)
Battery can be recharged at least 500 times. In order to maintain the battery well it must be
discharged every 3 months.

Light angle

Installation mode

Color temperature map

30%

70%
30° 60° 180° RL20°120°90°



NAMING RULES

Voltage(AC)Power Dual Emission Lumen Luminous flux CRI Replace T8 Lamp tube

SPECIFICATIONS 

LED LINEAR LIGHT
Commercial&Industrial



Master Pack

6 pcs

LED LINEAR LIGHT
Commercial&Industrial

W

H

L

SPECIFICATIONS 

Size Height (H) Width (W) Length (L)

2-ft

3-ft

4-ft

3.14” (80mm)

3.14” (80mm)

3.14” (80mm)

2.48” (63mm)

2.48” (63mm)

2.48” (63mm)

23.62” (600mm) 

35.43” (900mm) 

47.24” (1200mm) 

5-ft

6-ft

8-ft

3.14” (80mm)

3.14” (80mm)

3.14” (80mm)

2.48” (63mm)

2.48” (63mm)

2.48” (63mm)

59.05” (1500mm) 

70.86” (1800mm) 

94.48” (2400mm) 

Inner box size

Outer box size

PE Bag

PE Bag

Inner Box

PACKAGE

R Linear Light 
180° Large 

Luminous Angle
&

P Flat Linear 
Light Angle 120°

L - LENS Linear 
Light 30° 60° 90° 

Polarized 20°

15.34

10.00

13.20

16.26

17.99

25.20

6.95

9.80

13.19

16.25

17.98

25.19

8.30

11.60

15.20

18.50

18.17

29.10

8.30

11.59

15.20

18.49

19.98

29.09

645X220X195

945X220X195

1245X220X195

1545X220X195

1845X220X195

2445X220X195

630X220X195

915X220X195

1205X220X195

1490X220X195

1775X220X195

2345X220X195

Dimension
mmItem Code  G/W(KG)

6pcs
 N/W(KG)

6pcs

LH-LIAR2-020-XXX

LH-LIAR3-030-XXX

LH-LIAR4-040-XXX

LH-LIAR5-060-XXX

LH-LIAR6-080-XXX

LH-LIAR8-100-XXX

LH-LIAL2-020-XXX

LH-LIAL3-030-XXX

LH-LIAL4-040-XXX

LH-LIAL5-060-XXX

LH-LIAL6-080-XXX

LH-LIAL8-100-XXX

1080ctns 2199ctns 2384ctns

744ctns 1518ctns 1650ctns

548ctns 1139ctns 1256ctns

435ctns 918ctns 1000ctns

374ctns 776ctns 840ctns

240ctns 480ctns 630ctns

1296ctns 2660ctns 3040ctns

888ctns 1820ctns 2080ctns

650ctns 1350ctns 1566ctns

532ctns 1120ctns 1280ctns

456ctns 936ctns 1072ctns

350ctns 714ctns 816ctns


