HSE

2X2. 80

2X2. 40

7.00
5.05

2032

10. 80

21.20

1.40

2X2. 10 SECTTON: A-A

3.55

25.40

Material:0. 25 phosphor bronze
Finish:Nickel-plated

Coating Parameters:4um
Temperature Range:—40°C 270C
Voltage Parameters:270V

Order code:
BS = M - SI - A — CR2032A
© ©@ ® ® 6

(D BS: Battery Contacts

@ Apperance for the product
M:SMT TYPE
S:180 TYPE
R:90 TYPE

@ Contact Plating
SI:Nickel Plate
SN:Tin
GO:GO1d flash
Gl: 30" Gold
G2: 50”7 Gold
G3:100” Gold
G4:15U0” Gold

G5:30U0” Gold
@ Packing method

A: Tray packing
R: Tape & reel packing

®) Product number
CR2032A

Unless Otherwise specified tolerance

X. £0.35

X. XX: 0. 20

X.X:£0.25 X.XXX:=£0.15

SCALE:
As Shown

UNIT:
mm

® ATKCONN ELECTRONICS €O, . LTD
Altkconn

Http://www. atkconn. com
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DRAWING NO:  BS-M-SI-A-CR2032A

PRODUCT NO:  BS-M-ST-A-CR2032A
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