USH Piston & Rod seals NV NS

Remove burrs and overtums R g 0 . 3
R1=<0.5
32 o - - D
L b J | The surface of the rod should be finished
by buffing (SPBF)to 0.8 to 1.6 u mRz
(0.2t0 0.4 y mRa).
Hato.2
Model HB C KVK Part number
USH-5 7.7 2 - CU2633K0
USH-6.3 8.2 2 - CU2628K0
USH-10 8.5 2 - CU2629K0
USH-11.2 1.2 19.2 5 18.2 5.7 7.7 2 . CU2530K0
USH-11.5 11.5 19.5 6.2 18.5 7.2 8.9 2.5 . CU115A1K0
USH-12 12 20 5 19 5.7 7.7 2 . CU2531K0
USH-12A 12 20 2.8 19 3.3 5 2 . CU2621K0
USH-12.5 12.5 20.5 5 19.5 5.7 7.7 2 . CU2532K0
USH-13A 13 19 4 18 4.6 6.2 2 . CU2622K0
USH-14 14 22 5 21 5.7 7.7 2 . CU2533K0
USH-16 16 24 5 23 5.7 7.7 2 . CU2534K0
USH-16A 16 24 6.2 23 7.2 8.9 2.5 . CU16A1KO
USH-18 18 26 5 25 5.7 7.7 2 CU2535K0
USH-20 20 28 5 27 5.7 7.7 2 CU2536K0
USH-20A 20 28 4.6 27 5.2 6.8 2 CU20A1KO
USH-22 22 30 5 29 5.7 7.7 2 CU2537K0
USH-22.4 22.4 30 5 29.4 5.7 7.7 2 CU2538K0
USH-23.5 23.5 31.5 5 30.5 5.7 7.7 2 CU2539K0
USH-24 24 32 5 31 5.7 7.7 2 CU2630K0
USH-25 25 33 5 32 5.7 7.7 2 CU2540K0
USH-25A 25 30 6
USH-27 27 35 5 34 5.7 7.7 2 CU2603K0
USH-28 28 36 5 35 5.7 7.7 2 CU2541K0
USH-28A 28 35.5 5 34.5 5.7 7.7 2 CU28A1KO
USH-28B 28 38 6
USH-30 30 40 6 39 7 10 2.5 CU2542K0
USH-30A 30 38 6 37 7 10 2.5 CU2604K0
USH-31.5 315 41.5 6 40.5 7 10 2.5 CU2543K0
USH-32 32 42 6 41 7 10 2.5 CU2544K0
USH-35 35 45 6 44 7 10 2.5 CU2545K0
USH-35.5 35.5 45 6 44 7 10 2.5 CU2546K0
USH-35.5A 35.5 455 6 445 7 10 2.5 CU355A1K0
USH-36 36 46 6 45 7 10 2.5 CU36A1KO
USH-38 38 48 6 47 7 10 2.5 CU2547K0
USH-40 40 50 6 49 7 10 2.5 CU2548K0
USH-45 45 56 7 55 8 11 2.5 CU2549K0
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USH Piston & Rod seals NV IR
Model bd D h 6 D1 HA HB C KVK Part number
USH-45A 45 55 6 54 7 10 2.5 CU2550K0
USH-50 50 60 6 59 7 10 2.5 CU2551K0
USH-53 53 63 6 62 7 10 2.5 CU2252K0
USH-55 55 65 6 64 7 10 2.5 CU2553K0
USH-55A 55 65 10 64 11 14 3.5 CU2623K0
USH-56 56 66 6 65 7 10 2.5 CU2554K0
USH-58 58 68 6 67 7 10 2.5 CU2555K0
USH-60 60 71 7 70 8 11 2.5 CU2556K0
USH-60A 60 70 6 69 7 10 2.5 CU2557K0
USH-63 63 73 6 72 7 10 2.5 CU2558K0
USH-65 65 75 6 74 7 10 2.5 CU2559K0
USH-65A 65 82 12 81 13 17 3.5 CU2624K0
USH-67 67 77 6 76 7 10 2.5 CU2560K0
USH-70 70 80 6 79 7 10 2.5 CU2561K0
USH-70A 70 85 7.5 84 8.5 12 2.5 CU2625K0
USH-70B 70 80 4.2 79 4.8 6.4 2.5 CU2626K0
USH-71 71 80 6 79 7 10 2.5 CU2568K0
USH-75 75 85 6 84 7 10 2.5 CU2563K0
USH-80 80 90 6 89 7 10 2.5 CU2564K0
USH-80A 80 90 9 89 10 13 2.5 CU2565K0
USH-80B 80 94 8.1 93 9.1 12 2.5 CU2627K0
USH-85 85 100 9 98 10 13 4 CU2566K0
USH-85A 85 95 6 94 7 10 4 CU2567K0
USH-88 88 100 8.5 98 9.5 13 4 CU2631K0
USH-90 90 105 9 103 10 13 4 CU2562K0
USH-90A 90 100 6 99 7 10 4 CU2569K0
USH-95 95 110 9 109 10 13 4 CU2570K0
USH-98 98 112 8.5 110 9.5 13 4 CU2571K0
USH-100 100 115 9 113 10 13 4 CU2572K0
USH-100A 100 112 9 111 10 13 4 CU2632K0
USH-105 105 120 9 118 10 13 4 CU2573K0
USH-106 106 120 8.5 118 9.5 13 4 CU2574K0
USH-110 110 125 9 123 10 13 4 CU2575K0
USH-112 112 125 9 123 10 13 4 CU2576K0
USH-112A 112 125 8.5 123 9.5 13 4 CU2605K0
USH-115 115 130 9 128 10 13 4 CU2577K0
USH-118 118 132 8.5 130 9.5 13 4 CU2578K0
USH-120 120 135 9 133 10 13 4 CU2579K0
USH-125 125 140 9 138 10 13 4 CU2580K0
USH-130 130 145 9 143 10 13 4 CU2581K0
USH-132 132 145 8.5 143 9.5 13 4 CU2606K0
USH-132A 132 147 9 145 10 13 4 CU2607K0
USH-135 135 150 9 148 10 13 4 CU2582K0
USH-136 136 150 8.5 148 9.5 13 4 CU2583K0
USH-140 140 155 9 153 10 13 4 CU2584K0
USH-145 145 160 9 158 10 13 4 CU2585K0
USH-150 150 165 9 163 10 13 4 CU2586K0
USH-155 155 170 9 168 10 14 4 CU2587K0
USH-160 160 175 9 173 10 14 4 CU2588K0
USH-160A 160 180 12 178 13 17 5 CU2608K0
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USH Piston & Rod seals

Model od &D h & D1 HA HB C KVK Part number
USH-162 162 177 9 175 10 14 4 CU2609K0
USH-165 165 180 9 178 10 14 4 CU2589K0
USH-170 170 185 9 183 10 14 4 CU2610K0
USH-170A 170 190 12 188 13 17 5 CU2611KO0
USH-175 175 190 9 188 10 14 5 CU2590K0
USH-180 180 200 12 198 13 17 5 CU2591K0
USH-185 185 205 12 203 13 17 5 CU2612K0
USH-190 190 210 12 208 13 17 5 CU2592K0
USH-195 195 215 12 213 13 17 5 CU2613K0
USH-200 200 220 12 218 13 17 5 CU2593K0
USH-204 204 224 12 222 13 17 5 CU2594K0
USH-210 210 230 12 228 13 17 5 CU2595K0
USH-215 215 235 12 233 13 17 5 CU2614K0
USH-220 220 240 12 238 13 17 5 CU2596K0
USH-224 224 244 12 242 13 17 5 CU2597K0
USH-225 225 245 12 243 13 17 5 CU2598K0
USH-230 230 250 12 248 13 17 5 CU2599K0
USH-240 240 260 12 258 13 17 5 CU2600K0
USH-250 250 270 12 268 13 17 5 CU2601KO0
USH-255 255 265 8
USH-260 260 280 14 278 15 19 5 CU2615K0
USH-260A 260 285 16 283 17 21 7 CU2616K0
USH-275 275 295 15 293 16 20 5 CU2602K0
USH-280 280 300 14 298 15 19 5 CU2617K0
USH-290 290 315 16 313 17 21 7 CU2618K0
USH-295 295 315 14 313 15 19 5 CU2619K0
USH-300 300 320 12 318 13 17
USH-300 300 325 16 323 17 21 7 CU2620K0
USH-335 335 355 14 53 15 19
USH-355 355 375 14 373 15 19
USH-380 380 400 14 398 15 19
USH-400 400 420 14 418 15 19
USH-450 450 470 14 468 15 20
USH-500 500 525 17 523 18 23
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