
 
 

 

 

 

 

Portable 4G LTE USB WIFI Dongle 

ComFi U3 

 

 Product Specifications 

 New Design and Material  
 

 Support Custom 4G LTE CAT4 LTE-FDD and LTE-TDD Bands 
 

 150Mbps WiFi Speed 
 

 Support Global Operators’ SIM Cards and Plug & Play 



 

 
 

 

Hardware Specifications 

 

Main Hardware 

 

Model ComFi U3 

CPU ASR1803 

FLASH/RAM 16MB Flash ROM + 32MB DRAM 

4G Specs 

Band 

FDD B1, B3, B5, B8 

TDD B38, B40, B41 

UMTS B1, B5, B8 

3GPP FDD/TDD 3GPP R9 Cat.4 

Transfer rate 
FDD up to 150Mbps DL, 50Mbps UL 

TDD up to 150Mbps DL, 50Mbps UL 

Cellular Antenna Internal 4G Antenna 

Wi-Fi 

Wi-Fi Standards IEEE 802.11b/g/n 

Wi-Fi Transfer Speed 150Mbps 

Wi-Fi Encryption WPA/WPA2 

Wi-Fi Frequency 2.4GHz 

Wi-Fi Antenna Internal Wi-Fi Antenna 

Interfaces 

SIM Micro SIM Card Slot/ESIM 

Micro USB USB Power Input (5V/1A) 

Reset Long Press RESET 3-sec to activate reset factory default setting 

Indicator LED 

Purple light is always on: the device is powered on. 

 

Steady red light: SIM card is not recognized, PIN code is not input 

or PIN code verification fails, network search or registration fails, 

Wi-Fi is not turned on, or Wi-Fi is abnormal. 

 

Steady blue light: The device is registered to the network, and the 

Wi-Fi function is normal and turned on. 

 

Blinking blue light: The device is connected to the network, the Wi-

Fi function is normal and it is turned on. 

 

The light is off and off: the device is powered off. 



 

 
 

Internet 

Wi-Fi Connection WIFI AP, up to 10 Client Connection 

WIFI SSID UFI_xxxxxx 

Default Password 1234567890 

Environment 

Operating Temp. -0°C to 40°C 

Storage Temp -20°C to 70°C 

Humidity 5% ~ 95% Non-Condensing 

Operation System 

Windows XP, Windows Vista, Windows 7, Windows 10 or later 

MAC OS X or later 

IOS 5 or later 

Android 2.4 or later 

Others 

Dimension 92mm x 30mm x 13mm 

Weight Approx. 25g (for reference) 

Color White or Black, Can Custom Color for OEM Request 

 

 

 

Software Functions 

 

Protocols IPv4, IPv6, TCP, UDP, IP, HTTP, DNS, DHCP, Firewall, Port Forward, etc. 

Web UI 

Web Browsers 
Internet Explorer 8.0, Mozilla Firefox 40.0, Google Chrome 40.4, 

Safari and higher browser version. 

IP Address http://192.168.0.1 

Login Info 
Default Username: admin 

Default Password: admin 

Language Chinese or English 

Functions 

Quick Setup 

Dashboard (Device Status) 

Internet Settings 

Home Network Settings 

Wireless Settings 

Router Settings 

System Settings 

SMS 

Phonebook 

Software Upgrade Local Upgrade or FOTA 

 

 

 



 

 
 

 

Product Views 

 

 

 

 

 

Order Information 

 

Model Casing Color 4G Band Combination 

ComFi U3-W White (Standard Color) Custom Made 

ComFi U3-B Custom Made Custom Made 

Sample product specs and cellular bands may vary from time to time. We support customer’s requirement by custom 

bands for 4G service providers in a particular region or country. Terms and conditions applied. 

 

  



 

 
 

 

 

To see more MovingComm products, 

 
Visit:- 
    Movingcomm official website http://www.movingcomm.com/en 
    Movingcomm Alibaba global site: https://movingcomm.en.alibaba.com 
 

 

 

INFORMATION IN THIS DOCUMENT IS PROVIDED IN CONNECTION WITH MOVINGCOMM PRODUCTS. NO LICENSE, 

EXPRESS OR IMPLIED, BY ESTOPPEL OR OTHERWISE, TO ANY INTELLECTUAL PROPERTY RIGHTS IS GRANTED BY THIS 

DOCUMENT. EXCEPT AS PROVIDED IN MOVINGCOMM’S TERMS AND CONDITIONS OF SALE FOR SUCH PRODUCTS, 

MOVINGCOMM ASSUMES NO LIABILITY WHATSOEVER, AND MOVINGCOMM DISCLAIMS ANY EXPRESS OR IMPLIED 

WARRANTY, RELATING TO SALE AND/OR USE OF MOVINGCOMM PRODUCTS INCLUDING LIABILITY OR WARRANTIES 

RELATING TO FITNESS FOR A PARTICULAR PURPOSE, MERCHANTABILITY, OR INFRINGEMENT OF ANY PATENT, 

COPYRIGHT OR OTHER INTELLECTUAL PROPERTY RIGHT. UNLESS OTHERWISE AGREED IN WRITING BY MOVINGCOMM, 

THE MOVINGCOMM PRODUCTS ARE NOT DESIGNED NOR INTENDED FOR ANY APPLICATION IN WHICH THE FAILURE 

OF THE MOVINGCOMM PRODUCT COULD CREATE A SITUATION WHERE PERSONAL INJURY OR DEATH MAY OCCUR. 

 

MovingComm may make changes to specifications and product descriptions at any time, without notice. Buyers must 

receive a confirmation from MovingComm prior using the product. MovingComm shall have no responsibility whatever 

for conflicts or incompatibilities arising from future changes to them.  

 

Copyright © 2013-2022 Shenzhen MovingComm Technology Co., Ltd. All rights reserved. 

 

 

深圳星恒讯科技有限公司 
SHENZHEN MOVINGCOMM TECHNOLOGY CO., LTD. 

Addr: 4F, No. 5 Building, TongFuKang ShuiTian Industrial Zone, 

ChangCheng Road, ShuiTian Community, ShiYan, BaoAn 

District, 518108 ShenZhen, GuangDong, China 

Tel: 86-755-23125215 

Fax: 86-755-23125215-802 

Email: sales@movingcomm.com 

 

 

 

 

 

 


