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Company Introduction
Puyang Zhongshi Group Co., Ltd. was founded in 1996, which is the restructured enterprise of Central 

Plains oilfield branch company of SINOPEC. The company registered capital is 18 million US dollor,580 

employees, including more than 160 technical and administrative staff. 

Puyang Zhongshi mainly provide various services for the oil industry worldwide,the leading products 

include pumping unit, subsurface sucker rod pump as well as cementing . ISO and API Certificates are 

approved in 1998 and in 2002.

For decades, our products are not only on admission Central Plains, Daqing, Shengli,Nanyang,Yanchang, 

Changqing, Karamay and other domestic major oil fields and coalbed methane areas, but also are 

exported to Southeast,Asia,Northern Europe, the Middle East, Africa and South America market. 

We would like to cooperate with friends from all circles with classic products and service to achieve 

common development . 
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Workshop:
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I. Cementing tools

Float collar, float shoe

Reamer shoe/Guide shoe

Centralizers and stop collars

Cementing plug

Stage collar

Cementing head
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Float collar, Float shoe
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Float collar& Float shoe Shell



chris@zspetro.com

Reamer Shoe/Guide Shoe

Reamer Shoe 划眼引鞋 Guide Shoe水泥引鞋
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Centralizers 
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Different types –1 

Roller centralizer Solid rigid centralizer Composite centralizer
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Different types--2

Positive type Single piece centralizer Bow hinged type Centralizer for drill pipe
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Stop Collar

Slip On type Hinged Type
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Cementing Plug

Non-Rotating Type Conventional Type
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Cementing Basket
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Stage collar

Available to mechanical type and Hydraulic type
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Cementing Head

single plug type Double Plugs type Ultrahigh Pressure Type
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II. Casing &Tubing

Casing

Tubing

Pup joint

Coupling
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Casing

Specification:
4 1/2”~20”and 20”~30”is also available,details
please contact us.

Steel Grade:
J55,K55,N80,L80,P110,C95,T95,P110,V150,
13Cr-80/110,28Cr-80/110

Thread types:
STC,LTC,BTC,TPCO series,Vam serie,Hydrill series,
Hunting series,Tenaris series 
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Tubing

Specification: 2”~4 1/2”

Steel Grade: 
J55,K55,N80,L80,P110,C95,T95,P110,V150,13Cr
-80/110,28Cr-80/110

Thread types: EUE,NUE,TPCO series,Vam 
serie,Hydrill series, Hunting series,Tenaris 
series 
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Pup joint

OD：
1.9 to 20 inches nominal size OD
Lengths： 
2,3,4,6,8,10 12 ft (with other length
s available upon request)
Grades：
J-55, N-80, N-80Q & T, L-80, P-110
Connections：
EUE, NUE, Buttress ,STC and LTC.
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Coupling

Size: 1.05~20”
Thread:NUE,EUE,STC,BTC,LTC
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III .  Surface pump

Tubing pump

THM series   &   THC series

Rod pump

RH series   &   RW series

Accessories

Special Pump

Gas Anchor
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Sucker rod pump:

At current, there are 4 ways are mostly used to define the pump types:

1. As structure: tubing pump type and rod pump type

1. Supporting way: Mechanical supporting and cup supporting

2. Support location: Top supporting and bottom supporting

3. Wall thickness:  Heavy wall and thin wall
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Pump Designations
 For example

 25 -  150  R  H  A  M  14     -  4 - 2       -  2

Nominal plunger length in feet

Pump bore

Pump type:
R—Rod
T---- Tubing

Barrel Type:
H—heavy wall for metal plunger pumps
W—Thin wall for metal plunger pumps
P—Heavy wall for soft-packed plunger pump
S---Thin wall for soft-packed plunger pumps
X—Heavy wall for metal plunger pumps, thin wall thread configuration

Seating assembly
A– Top
B—Bottom
T--- Bottom, traveling barrel

Seating assembly
C--- Cup
M--- Mechanical

Tubing size

Barrel length in feet

Length of upper extension in whole feet

Length of lower extension in whole length
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Tubing Pump 管式泵
---- THM
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Tubing Pump 管式泵
---- THC



chris@zspetro.com

Rod Pump 杆式泵
----- RHAM
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Rod pump  杆式泵 
-----RHBM
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Rod Pump 杆式泵
----- RHAC
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Rod pump 杆式泵 
-----RHBC



chris@zspetro.com

RW series rod pump

 RWAM / RWAC / RWBM / RWBC

 Above 4 types rod pumps of thin wall are corresponding to RHAM / RHAC / RHBM/ RHBC，
differences are as below：

1. Wall thickness :  Thickness of RW series is 3.175mm while

the RH series is 6.5mm or so.

2. Pump structure: RW series don not have extension coupling C31

while the RH series is on the contrary.

3. Regard to tubing size, the diameter of RW series pump is allowed to be

smaller than RH series, for example, if pump diameter is 44.5mm,

the tubing size to RH series pump is min.2-7/8” while tubing size to RW series

is min.2-3/8”
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Different between rod pump and 
tubing pump
Tubing pump is connected with tubing directly, the

specification is decided by inside casing size and required
capacity. While the rod pump that inside of tubing is
connected to tubing via a connector, the specification is
decided by tubing size and required capacity.

The operation procedure is different;
Structure is different.
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Special Pump

Oilfield bridge pump Double-acting pump Long plunger sand control pump
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Special Pump

Liquid pump Falling objects control pump
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Accessories ----Plunger

1045 steel spraying (B1), 
1045 steel spraying (B2), 
1045 steel chrome plating(A1), 
1045 steel double chrome plating (A2)
Length：300—6000mm
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Accessories ---- Barrel

carbon steel chrome plating (A1), 
ordinary carbon steel carbonitriding (B1),
ordinary carbon steel carburizing (B2), 
low alloy nitride (B5). 

Length：1200—10000mm
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Others Accessories
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GAS ANCHOR  螺旋气锚 

The  length is different  with  change  of  the gas  and sand .



chris@zspetro.com

Packing
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III. Other Products

Centrifugal pump

Pup joint

Sucker rod

Polished Rod
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Centrifugal pump

Centrifugal pump with/without ATEX.
The spareparts can be exchanged with MISSION pump 
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Sucker Rod

API Grade: D,KD

AISI Grade: AISI4130 , AISI4142, AISI4720

Rod Size(OD):5/8″, 3/4″, 7/8″, 1″,11/8″

Rod Length: API requirement

Sucker rod couplingSucker rod centralizerPony Rod Rod Guide

Others：
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API Polished Rod

API Polished Rod API Polished Rod Clamp 



chris@zspetro.com

Oil Well Cable Protector

Pipe Size:
2-3/8”,2-7/8”,3-1/2”,4”,4-1/2”,5”,5-1/2”,6”,6-
3/8”,7”……

Coupling type:
EUE,NUE,FOX,NEW VAM,VAM TOP,NK3SB,BGT11….

Cable size: 
#1Flat, #2Flat, #3Flat,
#1Round, #2Round, #3Round….

Control line: 1/8”,1/4”, 3/8”, 11mm*11mm…….
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IV. Pump Unit

API C pump unit

API B pump unit

CYJ Pumping Unit
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Pump Unit

API C pump unit API B pump unit
CYJ Pumping Unit

All API specifications are available, contact us freely for details.
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 Thank you!
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