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1. ALL INSIDE BEND RADIT TO BE

A MIN. OF MATERTAL THICKNESS
2—3.20 3.50 UNLESS OTHERWISE SPECIFIED.
2. PART MUST BE FREE OF
~l_ ALL BURRS AND SHARP EDGES.
Emj 2 3.MAT’ L:0. 254 TH K FULL HARD
| o0 PHOSPHOR BRONZE

4.50,

21.6

22.84£0.5
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5.90

4. FINISH:NICKEL PLATE
0.00254-0. 00762 NICKEL, OVER
0.00127-0. 00254 COPPER

5. INDICATES CRITICAL DIMENSION

NOTES:
1. MATERTAL:

0. 25mm PHOSPHOR BRONZE, NICKEL PLTD.

2.ROHS 2 COMPLIANT

Order code:

BS = M - SI- R - CR2430

o © ®®@® 6
@ BS: Battery Contacts G3:10U” Gold
@ Apperance for the product G4:150” Gold
B @ Packing method
Zg A: Tray packing
‘ 25.40£0.5 N ® Contact Plating R: Tape & reel packing
| SI:NICKEL PLTD ® Product number
SN:Tin CR2430
L GO:GOld flash
Gl: 3U” Gold
27 9540.5 0 G2: 5U” Gold
| ‘ o 28.90
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