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!H Material :
HSF @ ROHS Housing:PBT, UL94V-0, Black
Terminal :Phosphor bronze ®=0.46mm, G/FU” gold plating
18.00 *+15.80 Shield:C2680, T=0. 20MM, 20min nickel plating on all area
£16.60 15,50 Machanical: A
Durability:750 cycles min, 12. 5mm/minute
%310 Insertion force:2.2kg. f max
r7 F Il Retention strength:7.7kg .F between jack and plug
3 b [ © Operating temperature:—40° C to +85° C
el o ﬁh_ir Storage Temperature: —40° C to +85° C ||
L L o All critical dimensions with “*”
T 78 71 § [ Electronical :
I 1 Voltage:125 volts AC
FRONT VIEW RIGHT SIDE VIEW : Current Rating:l.5AMP
Dielectric strength:1000V AC RMS 50HZ OR 60HZ, 1 MIN
Insulation resistance:500 mega ohms min. initial after |B
B = 1.02 5 o 500v DC for 1 minute
9 /@09 A Contact resistance:single terminal 30 milliohms max
O ‘ s e O/<a> (>/ initgtal 50 milliohms max after
[ § 775 371 520 durgbility test
< -
iy s 9691 S O/ Order code:
; B ATRS227D— 8P — 8C— X — A — A i
g /04 @® @ ® @ ® ®
o 12.70 @® SERIES NO:
% HH HH H 16.25 @ NUMBER OF POSITIONS (8P, 6P, 4P) ?_%%elsiield
RECOMMENDED PCB LAYOUT @ NUMBER OF CONTACTS (8¢, 6C, 4C) B:Half Shield C
VIEWED FROM COMPONENT SIDE @ Contact Plating C:Shield W/Eml
BOTTOM VIEW G0:GOld flash D:Shield W/0 Eml
G1: 3U” Gold ® Ports
1 J1 G2: 50" Gold A:1X1P
§2 J2 G3:10U0” Gold B:1X2P
=3 73 G4:15U0” Gold %{115)%%
&5 J5 = SN:Tin F:1X8P
76 J6 = ——
S, . © U“m; :]055 B J:UIZU @ ANTENK ELECTRONICS CO, . LTD
= J XX:40.25 X X0 +0. 15 Antﬂ"k l-‘lttp'://www. antenk. com
8 J8 SO TNIT E-mail:sales@antenk. com|p
As Shown mm
DRAW ATE TITLE:
Lv Xun Hua 11/05/0219 Modular Jack Top entry 8P8C
CHEgngang A1T1E/05/0219 , shield, Slim 13.60mm type
DRAVING NO: ATRJ5227D-8P8C-X-A-A
REV DESCRIPTION DATE are AvoLe pRoTECTION PRODUCT NO: ATR]5227D-8P8C—X-A-A
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