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WW ELECTRICAL CHARACTERISTICS:
— T — Dielectric withstanding Voltage: AC 1000V r.m. s.
Insulation Resistance: 500 Megohms Minimum at DC 500V
Contact Resistance: 25 Milliohms
Operating Temperature: —20°C~+85C
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MATERIALS:
53.05+0.35 Insulator: PBT, UL 94V-0 Rated
Shell: Cold Roller Steel
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G Mounting Option:
A: Through-hole
1.240.2 2.55 REF — B: 2.55"Threaded insert
L _[ /:lt 6.8 ﬁ/':y/:‘tm C: 6.80"Threaded rear spacer
T | ¥ | B ' D: 10.3”Threaded rear spacer
i -L—| PCB clip
4-40UNC E: 11.0”Threaded rear spacer
03" 4-40UNC PCB clip
B: 2.55" C: 6.80” F: 11.9”Threaded rear spacer
A: Through-hole Threaded insert Threaded rear spacer PCB Clip
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D: 10.3” Threaded rear spacer E: 11.0” Threaded rear spacer F: 11.9” Threaded rear spacer SCALL: UNIT: E-mail:sales@antenk. com
PCB clip PCB thickness 1.6 mm PCB clip PCB thickness 2.3 mm PCB clip PCB thickness 3.2 mm As Shown mm
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