
1.Materials and finished:

   Housing:LCP.black  plastic(UL94V-0)

   Shell:Copper Alloy Nickel plating

   Terminal: copper alloy gold plating on contact

   area tin plating on solder tail

2.ELECTRICAL CHARACTERISTICS:

    Current rating:1.5A  AC/DC

    Dielectric withstanding:500V AC MIN

    Contact  resistance:30mΩ max for pin1&pin4

    Insulation resistance:1000mΩ  min

    Operation  remperature:-55℃  +85℃

Ordering Code:

Contact Plating:

G0: Gold flash

G1:  3u" Gold

G2:  5u" Gold

G3: 10u" Gold

G4: 15u" Gold

G5: 30u" Gold

Contact Material:

B:Brass

P:phosphor copper

4

Packing:

A:Tray

B:Bag

C:Tube

D:Tape & Reel

Series No:1

3

Shell Material:

B:Brass   I:Iron

S:stainless steel

5

Insulator Material:

P:PBT+30%GF

L:LCP

2

7

Color Insulator:

A:White

B:Black
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Unless Otherwise specified tolerance

X.±0.35

X.X:±0.25

X.XX:±0.20

X.XXX:±0.15
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ANTENK ELECTRONICS CO,.LTD

Http://www.antenk.com

E-mail:sales@antenk.com

R

1
4
.
5
0

1
1
.
3
0

1
3
.
1
0

12.50

15.50

3
.
9
0

13.90

7
.
2
0

2
.
0
2

11.97

2
.
4
6

2
.
5
0

2
.
0
0

0
.
6
0

5
.
1
2

1.50

RECOMMEND P.C.B  LAYOUT (TOLERANCES ±0.05mm)

(COMPONENT SIDE) THICKNESS=1.2mm

2
.
6
0

1
.
5
0

5
.
0
5

1
.
4
0

1
3
.
2
5

15.50

7.00

2.00

∅
0
.
9
2

1.70

3
.
3
50.50

~

17/06/2019


