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ELECTRICAL CHARACTERISTICS:
Dielectric withstanding Voltage: AC 1000V r.m.s.
Insulation Resistance: 500 Megohms Minimum at DC 500V
69.4040.35 Contact Resistance: 25 Milliohms
63.50 Operating Temperature: —-20°C~+85°C
54.80
45.40
33.24+0.10 MATERTALS:
Insulator: PBT,UL 94V-0 Rated
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o 2.77+0.05 2*3.1040.10 Shell: Cold Roller Steel
§ i Ordering Code:
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| 2 °© ® Contact Type:
ﬂ 3 = M:Male F:Female
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o R GO: Gold flash Gl: 3u” Gold

I 57.40

10.70

G2: 5u” Gold G3: 10u” Gold
G4: 15u” Gold G5: 30u” Gold

C)Insulation Color Code:
B:Black L:Blue
W:White

® Mounting Option:

A: Through-hole
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A: Through-hole

B: 2.55”
Threaded insert

C: 6.80”

Threaded rear spacer

B: 2.55"Threaded insert

C: 6.80"Threaded rear spacer

D: 10. 3"Threaded rear spacer
PCB clip

E: 11.0"Threaded rear spacer
PCB clip

F: 11.9”Threaded rear spacer
PCB clip
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D: 10.3” Threaded rear spacer E: 11.0” Threaded rear spacer F: 11.9” Threaded rear spacer SCALE: ONTT- E-mail:sales@antenk. com
PCB clip PCB thickness 1.6 mm PCB clip PCB thickness 2.3 mm PCB clip PCB thickness 3.2 mm A‘ . Show '
As Shown mm
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