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Note:

Contactpins must be locked in the plastic
support Minimum force required to pull out
the contacts—1 on

Matenrials:
Plastic support uitramid PA66/PA6T BLACK
Contact pin:Brass Gold Plated 0.8U

Minimum Required Specifications

L L N //]005 £ ] L — 1.Dialectric Strength:20KV/mm
X16PINS ‘ E 2. Contact Resistance:<10mQ
| 10.40* | 3. Insulation Resistance:>100M Q
29.50 14.40%+01 5 Dimensionsfor 16PCS SMT Soldering
31.50 PADS Should Not Smalleron Each PAD
Than 1. 2mm*2mm
Ordering Code:
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1.50 0.80 ®©O0BD Framed Full ®Color Insulator
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1 ‘ (/ ‘ ‘ “ ®Contact Plating A:PBT  B:PA6T
GO: Gold flash C:LCP D:PA46
o <3 40 XIOPINS G1l: 3u” Gold E:PA9T
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y 1 \ M Tsoldering PAD x 16 DETAILE DETAILF G3: 10u” Gold : _
= = = | SCALES: 1 LT ALES: T cd- 150" Gold A:Tray B:Bag
1.50" X 18 5 300" Gold T:Tube U: Tube+CAP
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®Series No:V2
DETAILI
SC ALE 4: /‘ Unless Otherwise specified tolerance N
Packi | g 157 ¥ Jotall 035 0. 20 O ANTENK ELECTRONICS CO, . LTD
SO U XX:£0.25 X, XXt: +0. 15 Antenn Http://www. antenk. com
page c SCALE: E-mail:sales@antenk. com
As Shown mm
DRAW DATE TITLE:
C{i]l;lél( Di?éOo/ZOQQ OBD Male 16P Framed Connector
BobYang 25/05/2022
1 Revise View Errors 25/05/2022 @_5 DRAWING NO: OBD-FMB-16G0XXXV2
REV DESCRIPTION DATE 3rd ANGLE PROJECTION PRODUCT NO: OBD-FMB-16GOXXXV2
2 | 3 4 5 | 6 8

™




w

HSE

| 2
rdhs

FMBOBD V2 Connector . Lm H
56 mm Carmier Tape
Round Spocket Holes CoverTape Onm 0
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DETAIL A
SCALE 2:1
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. SCALE 2:7
Label 15" Reel %6+0.3 1. *Reference dimensions
L 2. Component — FMBOBD V4 Connector .
ED caution 3. All components must be aligned in same direction as shown in Detail A
:| section
:l 4. Q1 Pin 1 quadrant
5. Tape size —56 mm.
9 6. Reel material characteristic: PS PC, ABS with anti—static, conductive
/\\ o and anti-static appearances
Kj " 7. Reel size -15
© 8. Labels to be placed on the reel opposite the round (tape) spocketholes
9. The cover tape shall be anti-static transparent or translucent and
components shall be seen through the tape.
a10. 200 pieces per reel
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