HSF

Material:
Housing: Temperature Thermoplastics, PBT+G.F UL 94V-0
Contact: Brass or Bronze
s Shell: Steel Nickel Plating All Area
#4-40 UNC . ..
—_— Electical Characteristics:
Current Rating: 5A
Contact Resistance: 15 milliohms Max
Withstanding Voltage: 500V AC For 1 Minute
Insulation Resistance: 1000 Megohms Min
Operating Temperature: -55° C to +105° C
\ ﬂl]ﬂlll]l]l]l‘ﬂﬂﬂllllllllll f‘]\_ OrderingCOde:
™ SDRO2 - 15F - X - A - 0 - B - S
® @ 66 6 6 6 O
o O 763 @ Slim Right Angle DIP Type (® Color Code:
; H>* 1. 00mm Distance B:Black W:White
@ Contact Type: L:Blue G:‘Grey
== AL 157: 15pin Fenale @ Contact Plating
n ! i S: Selective Gold
10.682 [i] Contact NO. : S1:Selective 3u” Gold
’ ***** uiil ’ ***** ail '@ A:Front 8P Back 7P s2:Selective 5u” Gold
B:Front 7P Back 8P $3:Selective 10u” Gold
XOUHti“g Option: S4:Selective 15u” Gold
‘ ‘ A: Non B: Riveting s ¢ Non Accessories S5:Selective30u” Gold
! Accessories With screws C: Rivet lock B: Riveting With screws G0: Gold flash
T 1 ‘ C: Rivet lock Gl: 3u” Gold over
; \ ® Accessories: G2: 5u” Gold over
L = = 3 O: Non Accessories . 63: 100" Gold over
\_ ! A: L%nc alloy 4. 8mm N%ckel G4: 150" Gold over
\ é;) Al:Zinc alloy 5.8mm Nickel G5: 300" Gold over
. B: Iron 4.8mm Nickel
4.18 10682 o 10.682 o g BI:Iron 5.8mn Nickel
0.763 |2 _ 3.00 418 0763 |9 & L ' .
5.00 - 2—91.93 : i Y C: Copper alloy 4.8mm Nickel
{ m 6060660 J slosoooo C1:Copper alloy 5.8mm Nickel
@ e@e«ae&ef @ $@$$@®ﬁ D: Copper screw 4.8mm Nickel
Jm 8 15— @O 70/ - " 8 15 ®O.7O - D1:Copper screw 5.8mm Nickel
i 19.05 o [ 19.05 o
24.99 24.99
P C.B LAYOUT P C.B LAYOUT U“l“z Oih;“;;s“ 5"““)(“;‘;( Lf;“‘?"gt ANTENK ELECTRONICS €O, . LTD
A:Front 8P Back 7P B:Front 7P Back 8P XXi20.25  X.XXX:+0. 15 ntenks Htw://w. antenk. con
SCALTS TNTT E-mail:sales@antenk. com
As_Shown mm
DRAW DATE TITLE:
Lv Xun Hua 22/03/2019 D-SUB P.C.B. Slim I5F Right Angle DIP
CHECK DATE Type 1.00mm Distance (Front Back 7P+8P)
BobYang 22/03/2019
@_5 DRAWING NO: SDRO2-15FXXXXX
REV DESCRIPTION DATE P P — PRODLCT NO: SPROZTSFXXAAX
| 3 4 5 | 6 7 8




