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MUFM28 -   X -   L -  X -  X -  X

PLATING:

    Contact : Gold/TIN Plated

    Shell: Tin/Ni Plated

operating Temperature:-55°to+85°

SPECIFCATIONS:

Contact current Rating:

   1.0 Amperes Max for pin1&pin5

   Voltage: 30V Max

Dielectric Withstanding Voltage:100VAC For One Minute

At Sea Level

Insulation resistance:100Megohms Minimum.At 100V DC

Contact Resistance:5OmΩ Max

Mechanical Characteristics:

Mating Force:35 Newtoms.Maximum

Extract Force: 8 Newtoms.Minimum

Durability: 10000 Cycles Min

MATERIAL:

Housing: Insulator:Thermoplastic,High

Temperature 94V-0

Contact: Copper ALLOY

Shell:   Stainless steel

Contact Plating

G0: Gold flash

G1:  3u" Gold

G2:  5u" Gold

G3: 10u" Gold

G4: 15u" Gold

G5: 30u" Gold
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Series No:

Insulator Material:

L:LCP

Contact Material:

B:Brass

P:Phosphor Copper
Packing

A:Tray

B:Bag

C:Tube

D:Tape ＆ Reel

Shell Material:

B:Brass

S:Stainless steel
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  Tolerance:±0.05mm

    (Jack Top View)

Recommended PCB Layout

  Tolerance:±0.05mm

    (Jack Top View)

Recommended PCB Layout

MUFM28-XLXXX

MICRO USB B TYPE.MID MOUNT THROUGH

   HOLE ASS'Y ON BOARD 1.52MM DIP 9.90mm

MUFM28-XLXXX
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