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SPECIFCATIONS:
Contact current Rating:

0.5 Amperes per pin minimum for signals
1.5 Amperes per pin minimum for VBUS
Dielectric Withstanding Voltage:AC 100V (RMS)
Insulation resistance:100Megohms Minimum,

Contact Resistance:
Tnitial:30mQ Max for mated connector
final (after stress)50mQMax

4-1.90%+10 Mechanical Characteristics:
Mating Force:35 Newtoms.Maximum
Unmating Force:15 Newtoms. MInimum.
Durbaility :25 cycles done at a max rate
18.00+0. 15 for 200 cycles per hour
MATERTAL:
5 00 2.00+0. 10 Housing: PA66+30%GF 94V-0 COLOR:BLUE
kil B PIN1 8 Contact: copper alloy
PIN10 / ~ COVER : LCP+30%GF 94V-0 COLOR:BLACK
\ Il _— PLATING:
L, m |Z| IE IE IE IE M contact : Au plated on contact area
= Tin plated on solder tail area
|= E E @ E IE IZI IE IZI IE =1l Nickel underplating overall
PINI11 = = PIN20 operating Temperature:—55° to+85°
REMOVED Ordering Code:
IDC3F03 - X - X - X
20.55+0. 15 @ 6 6 6
12.00£0. 15
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