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SPECIFICATIONS:
K I Insulator: PPS
Fiammability: UL 94V-0
3 —% Sleeve: Brass
5 Contact clip(3 finger): Beryllium copper
E Mating pin ©: 0.38 to 0.50 mm
o | em Forces: (polished steel gauge ©0.41mm)
' -Insertion 0.5 N typ.
-Withdrawal 0.2 N typ.
Mechanical life: min 500 cycles
. . ) Rated cument: 1A
o2 [‘a_n\ R%ght angle pin connector solder tail, Contact resistance: max 10 mQ
0 26 0 b oo single row Dielectric strength: min 500V RMS
Availability from:2 to 40 contacts
B’ Standard number of contacts 40
Ordering Code:
- / MADR - X - X - X - X -00
A:Typel ® @ ® O 6 6
(D) MPHDR series (@) Packing
K \ A:Tray B:Bag
(2 Contact NO: C:Tube D:Tape Reel
J 2 XX=XXpin
: For example: @ Type selection
06=06pin A:Typel B:Type2
(3 Pin Plated (® Series number
0; No 00
3.60 450 72.007 1; Tin 150 »”
2; Tin 200 u”
3; G/F
f % Right angle pi t lder tail 4 Gold 3 1"
ight angle pin connector solder tail, 5; Gold 10 1~
0000000y double row 6: Gold 15 1"
©0000000 Availability from:4 to 80 contacts S; Special
R YT Standard number of contacts 80
\_ ) “"1"; m" ";‘x’;j‘i‘:;o“ ® ANTENE. ELECTRONICS C0, . LTD
T1:40.25 L IXX:+0.15 Anten'( Http://www. antenk. com
B:Type2 SORIE: IRTT: E-mail:sales@antenk. con
As Shown mm
DRAW DATE TITLE:
_Gong Feng | 09/11/2017 Machined Socket conmnectors 2,00 mm:
BobY, 06/11/2017 WPHDR series
DRAVING NO: MPHDR-XXXX00
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