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Specifications (i)

Current Rating (BUEHL) : 1.5A

Voltage Rating (BigHLE) : 40V

Contact Resistance (#£fifHHT) : 30 milliohms MAX

Dielectric Withstanding Voltage (fif L %) :500V AC AT Sea Levol
Insulation Resistance (Z&Z[HPT) - 1000 Megohms MIN
Operating Temperature: GRJEVGHD : -20° C to +85° C

Housing (38JK) : PBT+G.F UL 94V-0
Contact (i ) : Brass or Bronze
Shell (5%) Spcd Nickel Plating All Area

Contact Plating: Gold Plating Over Nickel

Ordering Code:

ﬁf N} pviMs 01 - X - 19 - X
L - = _ L
¥ 15 O 6 O 6
IURIR Jo @ DVI Male Solder ®Contact Plating:
/ v S0:Selective 1u”
g L @ Serial Number Sl:Selective 3u”
g = Color Cod S2:Selective 5u”
~ @ A(-)W(}il‘rt ode- S3:Selective 10u”
[ = \ ; B:Blicli S4:Selective 15u”
M = ' S5:Selective 30u”
U & X @ No of contact:
19:18+1 Positions
22.00
26.00
Unless ()-:,—h;r\;ise spsni;’i;; t_r:_];mzn(;‘,e ANTENK ELECTRONICS CO, LTD
X. 0. 35 XX 40,4
X1 10.95 X XX +0.15 ntenk Http://www. antenk. com
SUNE NI E-mail:sales@antenk. com
As_Shown mm
DRAW DATE N . TITLE:
CHECZ” fuo Xuan DATE“’/IO/ 2018 DVI 18+1 Male Solder Type( -HRstJieit)
BobYang 23/10/2018
92 Chang order code of plating option 2018/10/23 _@_E_ DRAWING NO: DVIMSO1-X19X
REV DESCRIPTION DATE 3rd ANGLE PROJECTION PRODUCT NO: DVIMSO1-X19X
1 2 | 3 5 | 6 7 8




