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4.02 PRODUCT
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RECOMMENDED PCB LAYOUT

PBC THICKNESS :1.20mm GENERAL
TOLERANCE:+0.05mm

2.2 A-A SECTION

@ SDR10
@ Contact Type:
15F:15pin Female
@ Color Code:
B:Black W:White
L:Blue G:Grey

MATERIAL
Insulator: Thermal plastic ,UL94-0
Contacts:Copper alloy
Shell:Steel
Contact plating
Underplate:50u"~150u" Nickel
Contact area:gold flash
Solder tails area:100u"tin(lead free)
ELECTRICAL
Operation voltage:250V Max
Current rating:2.5 A max
Contact resistance:25 mohms initial
Insulation resistance:3000 mohms min@500V DC
Dielectric withstanding voltage:500V AC/Minute
Temperature range:-55C~+85C
Mating cycles:500 insertions
Ordering Code:
SDR10 - 15F - X - X

® @ 0 @

@cContact Plating
S: Selective Gold
S1:Selective 3u" Gold
S2:Selective Su" Gold
S3:Selective 10u" Gold
S4:Selective 15u" Gold
S5:Selective30u" Gold
GO: Gold flash
G1: 3u" Gold over
G2: 5u" Gold over
G3: 10u" Gold over
G4: 15u" Gold over
G5: 30u" Gold over

X.X:+£0.25

X XXX:%0.15

SCALE:
As Shown

UNIT:
mm

Unless Otherwise specified tolerance
X035  XXX:£0.20 } ot

® ANTENK ELECTRONICS CO,.LTD
nMterld Hetp://www. antenk. com
E-mail:sales@antenk. com
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TITLE:
VGA Short Body Female, Reverse Sink
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3rd ANGLE PROJECTION

DRAWING NO: SDR10-15FXX

PRODUCT NO:  SDR10-15FXX
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