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MATERIAL:

HOUSING: PPS+30% GF UL94 V-0, BROWN. CONTACT:PHOSPHOR

BRONZE.

FINISH:

CONTACT: 100 u" MIN SN ONLY PLATED ON SOLDERING END OVER 50

u" MIN. NICKEL UNDER-PLATING.

SPECIFICATION: CURRENT RATING: 1 A.

VOLTAGE RATING: 250 V.

DIELECTRIC STRENGTH:  600V FOR 1 MINUTE.

CONTACT RESISTANCE: W 20 m  MAX.

INSULATOR RESISTANCE: W 1000M  MIN. AT 500V DC.

SOLDERING TEMPEYATUYE 10SECONDS:260°C

TEMPERATURE: -55°C ~ +105°C

DURABILITY: 25 CYCLES.

Color Insulator

B:Black

C:Coffee

D:Brown

2

3

6

5

1

Packing

A:Tray

B:Bag

C:Tube

D:Tape Reel

Contact Number:

See Table

Insulator Material:

P:PPS

Series No:

1

PLCM01  -   X   -   P   -  X   -  X   -  X

Ordering Code:

Contact Plating

G0: Gold flash    S0: Gold flash/Ni

G1:  3u" Gold     S1:  3u" Gold/Ni

G2:  5u" Gold     S2:  5u" Gold/Ni

G3: 10u" Gold     S3: 10u" Gold/Ni

G4: 15u" Gold     S4: 15u" Gold/Ni

G5: 30u" Gold     S5: 30u" Gold/Ni

SN: Tin

4

2
3

6
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 PLCC SMT TYPE

PLCM01-XPXXX

PLCM01-XPXXX
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