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HSE | @ nis
Current Rating: 3 Amp
s | 6.00 | Insulation Resistance: 1000M ohms min
: 500 | | Contact Resistance: 20M ohms max
n m o m T Dielectric Withstanding: ACH00V
‘ ‘ ‘ ‘ ‘ ‘ e ‘ ‘ Operating Temperature: -65° C to +125° C
‘ ‘ b . Contact Material: Brass
‘ ‘ ‘ ‘ ‘ ‘ ; ‘ N ‘ S Insulator Material: PA9T, UL 94V-0 Black
| | | [ [ [ [ [ S .
g Ordering Code:
| || PHISG - X - X - D - &b - % - f - X
LI el s | | 09890 @00
Series No: : .
1 (DSeries No (5) Pin Length:
iy | A:0900=9. 00mm
| | Iz | | g (2)No. of Contacts B:0300=3. 00mm
| | | I I I A 02 To 80 Please mark the desired
bW W W U Wi 5 (3) Contact Plating: fength in the 178
2.0040.15 J G0:Gold flash SO:Selective (6) Insulator Material
(2.20xNO.OF CONTACTS)~2.2040.25 2.20 == G1:30” Gold S1:Selective 3u” E:PA9T
‘ ‘ 62:5u” Gold  S2:Selective 5u” (7) Packing
22000 OF POSTONSE0.5 G3:10u “Gold S3:Selective 10u” A:Tray B:Bag
G4:15u” Gold S4:Selective 15u” T:Tube U:Tube+CAP
G5:30u” Gold Sh:Selective 30u” R:Tape&Reel
2.20 g SN:Tin W:Tape&Reel +CAP
/ (4)Connector Type Plastic High
D:Dual H:2. 30mm
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b RECOMMENDED P.C.B LAYOUT Standard IE P/N : PHIS01-XXD-0900-0300-XXX
//// ( TOLERANCE £0.05)
A B “X Ofog‘ Sp“i“f x‘;im (@) ANTENK ELECTRONICS C0,..LTD
9.0 | 3.0 LXA0%5 LI 4015 ntenk iitp://wv.antenk. con
SCAE: TNTT: E-mail:sales@antenk. com
Optional As Shown mm
DRAT DE TITLE:
rHFr“ku Feng Rong DA%%”W 2020 2.2%3. 0X2. 3m Pin Header DualRow Straight Type
" BobVang 06/05/2020
version A @ E DRAVING NO:  PHISO01-XXD-0900-0300-XXX
REV DESCRIPTION DATE 324 WGLE PROJECTION PRODUCT NO:  PHISO01-XXD-0900-0300-XXX
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