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) T [ f ) Specifications:
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—U 5 9 " Material And Finish:
- 9 Insulator:Nylon66 UL94V-0
/ U U U U U U U U U D E (17 Contact:Phosphor Bronze, Tin plated
L‘l__ Rating:
_ 2.54 TYP. | Current Rating:1.0 Amp
A£0.15 | Voltage Rating:200V AC/DC
Operating Temperature Range:—25° ~+105° C
A$0.15
2.54 TYP. Electrical:
h & Contact resistance:20m Ohm Max
_% OEOIoorargrsTg é_ Insulator resistance:500M ohm min.
|| | Oooooooooondd | o(g(B(g|6|0|8|08|8 L Withstanding Voltage:500V AC/Minute
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@ 2.54mm FPC Series ~ ® Packing Type
T: Tube packing
. A: tray packin
[H] II IREEEEEEEEE A © Contact NO: | ray packing
| . . | I:I CfhbLoooooa d‘JL R XX=XXpin R: tape & reel
e e e e For example: .
_ . (6) Plating:
06=06pin GO:Gold flash
APPERANCE G1: 3U"gold
0.00 8P:4N(0. 45Kgf) Min. ® RM:SMT Richt Anel SN: MATT-TIN 90-120U"
0.00 10P:5N (0. 5Kgf) Min. : . 1ght Angle S0: SELECTIVE GOLD
RT:DIP Right Angle S1: SELECTIVE GOLD 3U"
SM:SMT Straight (D Series number
A£0.15 . 2.54 T T 5T ST:DIP Straight 0
_ 254 vP. Ny, ‘ A 89 08 [17. 78]23. 00[27. 00| @Contact type
-€9—¢-¢—¢ _4) ¢ 17 (10 1] 10 |22. 86[28. 08]32. 08 U: UP side contact
Recommended PCB e R B B Unless 0;23 PHAL tolzo ANTENK ELECTRONICS €O, . LTD
. EL YNNG L K [ i NHRHE, R 25 AR i X. +0.35 (. XX: £0.
Layout(Tolerance:0.05) I A 1R 740 ke P 250 BB, il IR LX:40.25 X 000G +0, 15 Mtenk tfitt://w. antenk. con
8P: AN (0. 45Kgf) SCATE NEE E-mail:sales@antenk. com
10P: 5N (0. 5Kgf) As Shown mm
DRAW DATE TITLE:
Jack Bao 10/20/2018 2.54mm Pitch FPC Z. 1. F
CHECK DATE
BobYang 10/20/2018 upper contact Type
O] DRAVING NO: FPC2. 54-XXSTUXXO
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