
Order code:

SERIES NO:

NUMBER OF POSITIONS(8P,6P,4P)

NUMBER OF CONTACTS (8C,6C,4C)

①

②

③

④Contact PIating

GO:GOld flash
G1: 3U〞Gold
G2: 5U〞Gold

G4:15U〞Gold
G3:10U〞Gold

SN:Tin
G5:30U〞Gold

⑤Shield

A:W/0 Shield
B:Half Shield

ATRJ5227B - 8P - 8C - X - A - A

① ② ③ ④ ⑤

C:Shield W/Eml
D:Shield W/O Eml

⑥

⑥Ports
A:1X1P
B:1X2P
C:1X4P
D:1X5P
E:1X6P
F:1X8P

SPECIFICATIONS:

1.Voltage:150V AC RMS

2.Current rating:1.5A

3.Contact resistance :30mΩ MAX

4.Insulation resistance:500mΩ MIN

5.Dielectric withstang Voltage:1000V AC

6.Operature Temperature:-40℃~80℃

7.Durability:500 Mating cycles MIN

P.C.B LAYOUT

PART  Material Quantity Plating/ColorNO.
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1 2 3 4 5 6 7 8

Unless Otherwise specified tolerance

X.±0.35

X.X:±0.25

X.XX:±0.20

X.XXX:±0.15
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ATRJ5227B-8P8C-X-A-A

ATRJ5227B-8P8C-X-A-A

Modular Jack Top entry 8P8C

Shield, Slim 12.4mm type
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