
09pin

A  16.33 24.66  38.38 54.84 

B  24.99 33.32  47.04 63.50

C  30.80 39.10  53.00 69.30  

15pin 25pin 37pin

D  11.86 19.50  32.15 48.76  

Other Option:

A: With S/R(Standard)

B: Without S/R

 DIDC02  -  F  -  X  -  S   -  X  

Ordering Code:

Contact NO.:

09=09pin

15=15pin

25=25pin

37=37pin

Material:
Housing:  Temperature Thermoplastics,PBT+G.F UL 94V-0

Contact:  Brass or Bronze

Shell:  0.35T Steel Nickel Plating All Area

Electical Characteristics:
Current Rating: 5A

Contact Resistance：20 milliohms Max

Withstanding Voltage: 500V AC For 1 Minute

Insulation Resistance：1000　Megohms Min

Operating Temperature:: -55°C  to  +105°C

Color Code:

L:Blue

B:Black
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7 Mounting Option:

Blank - Without mounting 

K - With Riveted Threaded

#4-40 Bushing 

Hardware 

Contact Type:

F:Female
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Dual Row IDC Type1

Contact Plating

S:  Selective Gold

S1:Selective 3u" Gold

S2:Selective 5u" Gold

S3:Selective 10u" Gold

S4:Selective 15u" Gold

S5:Selective30u" Gold
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