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0.3
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1.4
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SPECIFICATIONS:

. Electrical Characteristics:

1.1 Contact Current Rate: 0. 3AMP

1. 2 Insulation Resisitance: 500M() Minimum

1.3 Contact Resistance: 35M() Maximum

1.4 Dielectric Voltage: 250V AC For One Minute
1.5 Operation Temperature: —25° C To + 85° C

. Material:

2.1 Insulator: PBT UL94V-0 Black
2. 2 Contact: Phosphor Bronze, Gold Selective Plated
2.3 Shell:Steel Nickel Plated Over Copper

Ordering Code:

VIDCIRO80-F - X - S -4 -X -N
@
(D Series No:

@ Contact Type:

M: Male

Contact NO.
36=36P

50=50P 68=68P
Bracket Finishes:
S:Screw Bracket

@ ® @ 6 © O
(5) Threaded Finishes:
4:Threaded Insert M2.0
Contact P ating:
SO: Gold Flash Selective Plating
S2 5u” Gold Selective Plating
S4: 15u” Gold Selective Plating
S5 30u” Gold Selective Plating
Shell Mounting Options:
N:With Nuts M2.0 Threaded

Unless Otherwise specified tolerance

@ ANTENK ELECTRONICS CO, . LTD
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C
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18. 85

15.50

18

19.55

24.90

29.10

27. 15

21.00
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16. 60[12. 80 X.X:4+0.25 X.XXX:£0. 15

50

35. 50

24.45

21.10

25

25.15

30. 50

34.70

32.75

26. 60

22.20

19. 20

68

42.70

31.65

28.30

34

32.35

37.70

41.90
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33. 80
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