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% B | )%, SPECIFICATION:
¥ 1.Current Rating:5 AMPS

2. Lusulation Resistance: 1000M MIN. At 500VDC
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80, 3.Dielectric Strength: 500V for One minute
$4+0, 2 4.0 peration Temperatur: —55 C +105 C.
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5 { - (:)Dual Row Solder Type Color Code:
(Oﬂﬁ);mk | B e W:White L:Blue
wAvle H .female . .
| . Contact NO. - B:Black G:Grey

(:)Contact Plating
S: Selective Gold
S1:Selective 3u” Gold
S2:Selective 5u” Gold
S3:Selective 10u” Gold

09pin 15pin
25pin  37pin
(:) Mounting Option:
A: No accessories
() Accessories:

A 0:Non Accessories S4:Selective 15u” Gold
A: Zinc alloy 4.8mm Nickel S5:Selective30u” Gold
Al:Zinc alloy 5.8mm Nickel GO: Gold flash
T B: Iron 4.8mm Nickel Gl: 3u’ Gold over
et Bl:Tron 5.8mm Nickel G2: du” Gold over

G3: 10u” Gold over
G4: 15u” Gold over
G5: 30u” Gold over

C: Copper alloy 4.8mm Nickel
Cl:Copper alloy 5.8mm Nickel
D: Copper screw 4.8mm Nickel
C D D1:Copper screw 5. 8mm Nickel

PART NO: A B
9 pin 309 25 | 22.1 [16.46
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DRAW DATE TITLE:
Lv Xun Hua 20/03/2019 D-SUB PCB Female Dual Row Straight
CHECK DATE Type(stamped Pin)
BobYang 20/03/2019
DRAWING NO: HDP04-FXAXXX
REV DESCRIPTION DATE 3rd ANGLE PROJECTION PRODUCT NO: HDP04-FXAXXX
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