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SPECIFI CATIONS:
1.Electrical Characteristics:
1.1 Contact Current Rate: 1 AMP

64 00+0 3 1.2 Insulation Resisitance: 500MC Mini mum
™ 57 9010.2 Thread Hole 1.3 Contact Resistance:25M) Maximum
S = (2 Places) 1.4 Dielectric Voltage: 500V AC For One Minute
g 46.90+£0.2 - 2. Material:
@ 1.27 2.1 TInsul ator: PBT+30%G/F
2 © 2.2 Contact: Copper Alloy T=0. 30
g 3 7) 2. 3 Board lLock: Copper Alloy T=0. 50
2 2.4 Shell: ZINC Alloy
o = = 3. Finish
3.1 Shell:Nickel Plated
L Type S Type 3.2 Contact: Gold Plated On Contact Area, Tin Plated
On Soldering End, Nickel Under-Plating
3.3 Board Lock:Nickel Plated
o | 51.00+02 | 4. Envi ronment:
g F - Operation Temperature: —55° C To +125° C
A1 il < |
Sl | BE | | Ordering Code:
‘| o
Sz R R R LT A R TR AR HECND - F - 68 - X - X - X
al o - -
Tle ‘ 1.905+0.2 o ® 0 0 6 ©
3.81+0.2 @ Series No: @ Contact Plating
5.715+0.2 S0: Gold Flash Selective Plating
Contact Type: . 5y ; ;
V) @ S2: 5u” Gold Selective Plating
| s 57.90+0.2 ‘ F: Female S4 15u” Gold Selective Plating
3 E‘ 41 .91+0.1 62 77 Contact NO.: S5 30u” Gold Selective Plating
. © 8 32 1 68=68P (6) Bracket Finishes:
SN B RRRRRR R RN *r( (1) Threaded Finishes: L Latch Bracket
B P .4 I: Threaded Insert #2-56 S Screw Bracket
< T telefetete e fefalotolofo L) 2 Threaded Insert #4-40
o) | o \ 5085 3: Threaded Tnsert M2. 6
Last Position 2.54
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As Shown mm
DR/\}V B D[})T/%Z/ZOIB TITLE: 1. 27mm Series 68P Receptacle Headers Vertical
ack bao = Mount Ribbon Type
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DRAWING NO:HPCND-F68XXX
REV DESCRIPTION DATE 3rd ANGLE PROJECTION PRODUCT NO: HPCND-F68XXX
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