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SPECIFICATION

Current Rating: 1. OAmp
Insulation Resistance: 1000MQ min
Contact Resistance: 20mQ max
Withstand Voltage: 500V AC/DC
L S 2ei‘at1i;nlgh:em[.>ei‘ature: ]-340" C to +105°C
i e ] Contact, Plating: Au o Sn Over Ni
Insulator Material: PBT+30%GF UL 94V-0
Ordering Code:
1. 27#No. of Positions+4. 2010. 30 FDASO01 - X -X -X -X -X
1. 27#No. of Contacts/2-1.27+0. 15
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o " - T (®Series No: (®Color Insulator
B:Black
e ] | (@No. of Contacts G:Grey
X o 10 14 16 _
3 32 18 20 A ® Packing
A e I = I 1 & 26 30 ﬁ:Tmy
. 0.635 TYPE o - 40 4 50 :Bag
I ‘ AT 1 B:T 2 60 80 C:Tube
:Type : .
0. 635#No. of Contacts0.6350. 15 P e D:Tape Reel
: @ Contact Plating
GO: Gold flash S0: Gold flash/Ni
Gl: 3u” Gold S1: 3u” Gold/Ni A:Typel
62: 5u” Gold $2: 5u” Gold/Ni B:Type2
1. 0.635 TYPE o 63: 10u” Gold $3: 10u” Gold/Ni
i o G4: 150" Gold  S4: 15u” Gold/Ni
G5: 30u” Gold S5: 30u” Gold/Ni
SN: Tin
3. 00
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