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SPECIFICATION
AT2500F - 3.5/3.81 - XX - X —CG \
T [ [ — — Voltage Rating (BUCHLIE) : 300V
—\| |/ a Current Rating (FUEHLIR) - 124
Wire range (%4 :
Pitch: Poles: Insulator color: CG:Series number 18—12MG 2. 5um®
3.5:3. 5mm 02: 2 Contacts A:Green
3.81:3. 8lmm 03: 3 Contacts B:Blue \ Housing (3844F) :
~~~~~~ C:Black _
16: 1 G:Gr::' PA66+23%GE, UL94V-0
0:0
e 3‘81><<p,1> Terminal () -
3.9 Phosphor Bronze, Nickel Plated (B4, #%4%)
11.20 3.81
39

15.40

Wire Cage (EfbfRIFHIEL -
Brass. Nickel Plated (384, #548)

Screw(1842) .
Steel, M3.0 Ni-Plated (4N,  #%%)

Torque (F1 /1) : 0.4N.m

Unless Otherwise specified tolerance

X. £0.35

X XX: £0. 20
X X:£0.25 X XXX:£0.15
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SCALE: UNIT:
As Shown mn
DRA\“Y ] DATE TITLE:
CHEC]L(l sl DAZTZE 02018 Plug-in Terminal Block Pitch:3.5/3.81
BobYang 22/03/2018
DRAWING NO: AT2500F-3. 5/3. 81XXX-CG
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