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SPECIFI CATIONS:
1.Electrical Characteristics:
1.1 Contact Current Rate: 3AMP
o 1.2 Insulation Resisitance: 1000M2 M nimum
e % 46.03+0.15 A . 1.3 Contact Resistance: 25M) Maximum
<3 > 41.914) - < 1.4 Dielectric Voltage: 500V AC For One Minute
Z:’ :O — 12 1 - 2. Material:
@L § ) Eﬁ? S 2.1 Insulator: PBT+30%G/F
o ol e el 2.2 Contact: C5191-H
£ANO.2-56. 63.88 Ay 2.3 Board Lock: Brass
2.4 Bracket: ZINC Alloy
3.Finish
53.65 4 3.1 Bracket: Nickel Plated
h | 3. 2 Contact: Gold Plated On Contact Area, Tin Plated
H‘ H‘ ‘ 4 On Soldering End, Nickel Under-Plating
g e 8 3.3 Board Lock:Tin Plated Over,Nickel Under—Plating
B )1 R
Operation Temperature: —55° C To +25° C
o R 1 1 Ordering Code:
IEFFPING RFFPING  we e 0o
3PIN @ @
Series No: Contact Plating:
o 2PN 1PIN 2PIN LPIN . 58:n Z'vcold F?a;hngSclcctivc Plating
0] O 0 o Contact Type: S2  5u” Gold Selective Plating
= {,,,,,LZ,,f,j,,,, DA ) “ e [ S 1 A LI F:Female S4 15u" Gold Selective Plating
L [ | 2 ¢ N N N LTI | Contact NO.: S5 30u” Gold Selective Plating
| 1 1 i i ‘ | . + Hr ‘ 68-68P (6) Bracket Finishes:
L _ o T e e o J L__ o e J (1) Threaded Finishes: L: Latch Bracket
68PN 1: Threaded Insert #2-56 - Latch bracke
68PIN : S: Screw Bracket
Type A 2: Threaded Insert #4-40 A
Type B 3: Threaded Tnsert M2, 6 (DFPCB Layout Option
A: Type A
B: Type B
Unless Thcrwisc sp;ci)f)i\cil.(())l;rgmcc ANTENK ELECTRONTCS CO, LD
X. +0.35 . XX: %0,
XX 40,25 X X0 40 15 ntenkd Http://www. antenk. com
SCATE: TNTT E-mail:sales@antenk. com
As Shown mm
DRAW DATE TITLE: 1. 27mm Series 68P Receptacle Headers
CHEV(IJEI}(Ck Bao DAgT/]gZ/ng Straight-Angle Mount Pin Type
Bob Yang 9/02/2018
DRAWING NO: HPDBS-F68XXXX
REV DESCRIPTION DATE 3rd ANGLE PROJECTION PRODUCT NO: HPDBS-F68XXXX
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