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NOTES:
HSF RO S 23.40 1. BASE:
23.20 MATERTAL: PBT BLACK
| | 2 CONTACT : PHOSPHOR BRONZE T=0. 2
T %%ﬁ (Surface Plating:Sn 100u”)
o 3. ELECTRIC:
[ [ f a. CONTACT RESISTANCE:30 MILLIOHMS MAX
b. INSULATION RESISTANCE:1000 MEGA OHMS MIN
c¢. DIELECTNIC VOLTAGE:500V AC ONE SEC LEVEL
- 50 d. OPERATING TEMPERATURE:-25° C TO +85° C
e
(- Ordering code:
BT — S — SN — A —  CR2032R
O © © ® ®
B — DBT: Coin Cell Holders @) Packing method
) & A: Tray B:Bag
A - @) Apperance for the product R: Tape & reel
] S:180 TYPE
o @) Contact Plating (® Product number
7 R .
SN:Tin CR2032R
‘ GO:GOld flash
u 5 G1: 30" Gold
9 G2: 50" Gold
o G3:10U0” Gold
a0-] % 64:150" Gold
N G5:30U0” Gold
3/¢1.20’€}7 I
—— — 3
e |
T\ 10.20 \‘»
Unless Otherwise specified tolerance ®ANTE\IK ELECTRONTCS CO. LTD
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