
57CC-M64XX02

      2.16mm CENTRONIC LOW PROFILE MALE

SOLDER 64P & 70640 METAL SHELL

57CC-M64XX02

CONTACT TYPE:

F:FEMALE

M:MALE

57CC - M -  64 - X - X - 02

Ordering Code:

21 3
4

5

NO.OF CONTACT:

64:64PIN

INSULATOR COLOR:

B:BLUE

K:BLACK

W:WHITE

CONTACT PLATING:

A: GOLD FLASH

S: SELECTIVE GOLD PLATED 3U"

SA: SELECTIVE GOLD PLATED 5U"

SB: SELECTIVE GOLD PLATED 10U"

SC: SELECTIVE GOLD PLATED 15U"

SD: SELECTIVE GOLD PLATED 30U"
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Unless Otherwise specified tolerance

X.±0.35

X.X:±0.25

X.XX:±0.20

X.XXX:±0.15
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SPECIFICATIONS:

1.SOLDER CUP CONTACT:TO ACCOMMODDATE 22-30AWG

  SOLID AND 24-30 STRANDED CONNECTOR WIRES

2.DIELECTRIC:DIALLY-PHTHALATE PER MIL-M-14P TYPE MDG UL-94V0

3.CONTACT MATERIAL:COPPER ALLOY

4.CONTACT:20 MICRO-INCHER MIN.GOLD MATING AREA:3-5

MICRO-INCHERS GOLD TRMINAL AREA:50 MICRO-INCHES MIN. NICKEL

UNDERPLATING ALL OVER

5.SHELL MATERIAL:ZINC PLATED STEEL WITH CLEAR CHROOMATE

COATING

6.CURRENT RATING:5A/CONTACT

7.VOLTACE RATING:700 VOLTS DC AT SEA LEVEL

                 200 VOLTS DC AT 70,000 FEET

8.INSULATION RESISTANCE:5000MΩ Min.
9.DIELECTRIC WITHSTANDING VOLTAGE:1200V VAC (RMS) AT SEA LEVEL

10.CONNECTOR MATING FORCE:REFER TO TABLE 1

11.CONTACT RETENTION FORCE:2 LBS MAX

12.DURABILITY:250 CYCLES MIN

13.VIBRATION:NO INTERRUPTIONS<1U SEC

14.OPERATING TEMPERATURE:-55°C to +105°C(-67°F TO +221°F)

15.CONNECTOR ASSEMBLED FOR ILLUSTRATION ONLY
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64 WAY PLUG HOUSING

57 CONTACT PLUG PLATED 20U"GOLD

LOW PROFILE HOOD 64 WAY

BRAKET

#4-40X 3/8 TAPTITE SCRE

#4-40X 5/8 TAPTITE SCRE

FRONT SHELL ZN.PLATE

64 WAY BACK SHELL

TAPPED RIVET #4-40 ZINE
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