1 \ 2 \ 3 4 5 6 7 8
No. of DIMENSION
FFC contactsDTM_ADIM BDIM C
Cl/.10 04 | 3.00] 7.00] 5.10
05 | 4.00] 8.00] 6.10
' 06 | 5.00] 9.00] 7.10
HEMHEHEHEHEHEHEHE o 07 | 6.00110.00 B.10
‘ : \ = 08 | 7.00]11.00] 9.10 SPECIFICATIONS:
%\ — F 09 8.00[12.00{10.10 Current Rating:0.4A
= = \; H H H H - | g 10 9.00[13.00(11.10 \/oL‘tQQe RQ‘UnQ:BO\/
Iy N A AN S S G S A S Sy - ~ R 11 ]10.00|14.00[12.10 Withstand Coltage:200V AC /minute
i % W VPC BOA% 12 [11.00/15.00]13.10 Contact Resistance<20mQ
15 [12.00]16.00[14.10 Insulation Resistance:S00MQ
8/ \S P 1; 13.00]17.00]15.10 Working Temperature:—20T~+80°C
ASSEMBLY LAYOUT 14.00118.00116.10 Dual Contoct
16 ]15.00/19.00]17.10 material:Nylon46,UL34-0
17 ]16.00|20.00[18.10 Contact:Phosphor copper
18 [17.00[21.00]19.10
A12.00T0.05 19 [18.00[22.00/20.10
\ 20 [19.00[23.00[21.10 Urdering Code: A
21 [20.00[24.00[22.10 _ _ _ _ _ _ _
F—TZOOiO.WO 22 [21.00]25.00(23.10 i X B i i é ﬁ E
23 ]22.00|26.00|24.10 @ ® ® @
24 [23.00[27.00[25.10 © © @ ®
25 124.00[28.00[26.10 ®10mm FPC Series ® Pocking Type:
26 |25.00/29.00|27.10 Ti Tube packing
27 126.00]30.00|28.10 ® Contact NO Ar tray packing
28 |27.00]31.00]29.10 XX=XXpin Ri tape & reel

B19.00£0.10

~—>550£0.10—~

29 128.00]32.00/30.10

30 [29.00|33.00|31.10

31 |30.00

34.00(32.10

32 131.00

35.00[33.10

33 32.00

36.00|34.10

34 133.00

37.00/35.10

35 |34.00

38.00|36.10

36 135.00

39.00/37.10

57 |36.00

40.00/38.10

38 |37.00

41.00|39.10

39 138.00

42.00[40.10

40 |39.00

43.00[41.10

+1)#1.040.05— =

For example

24=24pin

® APPERANCE:

RM:SMT Right Angle
RT:DIP Right Angle
SM:SMT Straight
ST:DIP Straight

@ Contoact type:
AS:iSingle contact

® Other Option:
0:Standard Footprint
liReverse Footprint

@Plating:
GO:Gold flash

Gl: 3U"gold

SN: MATT-TIN 90-120U”"
SO0 SELECTIVE GOLD

SIv SELECTIVE GOLD 3U”

®Series number
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