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Recommended PCB Layout (Top View)
(Thickness=1.0£0. 10mm)

(Tolerance==0. 05mm)

SPECIFICATIONS:

1.Electical Characteristic:

1.1 Current rating:1A
1.2 Contact Resistance:40 Milliohm Max.
1.3 Dielectric Withstanding Voltage:100V AC AT Sea Level
1.4 Insulation Resistance:100 Megohms Min

2.Material And Plating:

o U1 W N

1 Housing:PA46+20%G/F UL94B-0 Black

Shell:SUS304R-1/4H T=0. 30mm

Signal :SUS301R-H T=0. O8mm

RFI PAD:SUS301R-H T=0. 08mm

Terminal :NKEO12R-H T=0. 10mm

Contact:2u”Au over 30u”Pd/Ni on mating area, Matte Sn

120-200u” on soldering area, 80-150u” nickel under

plating over

12-1.00

all

2.7 Shell:Nickel plated
3.Mechanical Characteristic:

3.1 Insertion Force:5-20N Max.

—

3.2 Unmating Force: 8-20N Min

3.3 Durability:10000 Cycles
4. IR Reflow:The peak temperature on board shell be
maintained for 10 seconds at 260%5° C
5. Operating Temperature Range:—40° C - +85° ¢

U3.1FR02 - S -D - X - X - X

@

@ Series No:
@ Shell Material:
S:stainless steel

Q0 @06 6

@ Insulator Material:

D:PA46

@ Contact Material:
B:Brass
P:phosphor copper

® Contact Plating
GO: Gold flash
Gl: 3u” Gold
G2: 5u” Gold
G3: 10u” Gold
G4: 15u” Gold
G5: 30u” Gold
®Packing
A:Tray
B:Bag
C:Tube
D:Tape&Reel

Unless Otherwise specified tolerance

X. £0.35 X. XX: 0. 20
X.X:£0.25 X. XXX:£0.15

SCALE: UNIT:
As Shown mm
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