1 \ 2 3 4 5 6 7 8
SPECIFICATION
Current Rating: 3.0Amp
55.0 Max Insulation Resistance: 1000MQ min.
Contact Resistance: 30MQ max
°0.00 | Withstand Voltage: AC 1000V For 1 Minute
2 2 54+0.05 Operating Tem?erature: -55° C to +105° C
) a Contact Material: Brass
o 1 =1 Contact Plating: Au or Sn Over Ni
) @7@@@@@@@4@@@@@@@7@ | 1 \\‘V/ Insulator Material: PBT+30%GF UL 94V-0
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\ - Ordering Code:
x5 19
2.54%15=38.10 o DID - 32 - K- 1-50 - 2R
(1) Series No:DID (5)  Contact Plating
GO: Gold flash
44,40 6.00 (2) No.of Contacts S0+ Gold flash/Ni
‘ T—T 16P 32P G1: 3u” Gold
! . S1: 3u” Gold/Ni
: o (3) Rows Loaded With Contacts @ 50" Cold
R A: Row a $2: 5u” Gold/Ni
1 — = =] K: Row ath G3: 10u” Gold
T T e U e e e Qe e B ! | D: Row b S3: 10u” Gold/Ni
‘ g - Row 64: 150" Gold
W ‘ = 1 [ S4: 15u” Gold/Ni
‘ . 65: 30u” Gold
(@) Plastic length S5: 30u” Gold/Ni
1: 2x16p SX: Tin
2: 1x16p
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