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SPECIFICATIONS

* Voltage rating: 250V AC.DC

e Current rating: 5A, AC,DC

e Withstanding Voltage: 1500V AC/minute
* Insulation resistance:1000MQ min

* Temperature range: -25°C—+85C
i i i i i e Contact resistance: 20mQ max
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AW3964R-09P 31.68[ 35.70

= = = = = — 7 10 | AW3964R-10P 35. 64| 39. 66
J u u u u t 11 | AWS964R-11P | 39. 60| 43. 62
12 | AW3964R-12P 43. 56 47.58
V4. 95+0. 20 13 | AW3964R-13P 47.52( 51. 54
14 | AW3964R-14P 51. 48[ 55.50
15 | AW3964R-15P 55. 44 59. 46
16 | AW3964R-16P 59.40( 63. 42

10. 70£0. 20

3. 96

N ffe}f{}ff

P. C. B LAYOUT Unless Otherwise specified tolerance ®AN’“1NK ELECTRONICS CO, LD

X. £0.35 X. XX: £0. 20 A
KX 40.95 X XXX £0. 15 ntenk Http://www. antenk. com
SCALL TNTT- E-mail:sales@antenk. com
As Shown mm
DRAJW K B D%T7F‘/31/2017 TITLE:3. 96mm 90° Wafer Connector Series
ack Bao
CHECK DATE
Bob Yang 07/31/2017
() DRAWING NO: AW3964R-NP
-] V
REV DESCRIPTION DATE 3rd ANGLE PROJECTION PRODUCT NO: AW3964R-NP

2 | 3 4 5 | 6 7 8




