
1.MATERIAL:

   HOUSING:SEE NOTES, UL94V-0

   TERMINAL:SEE NOTES

   SHELL:SEE NOTES

SPECIFICATION:

 (1)ELECTRICAL CHARACTERISTIC:

CONTACT   RESISTANCE:30MΩ  MAX

DIELECTRIC  WITHSTANDING  VOLTAGE:500V  AC FOR 1

MININSULATION  RESISTANCE:1000MΩ  MIN

 (2)MECHANICAL  CHARACTERISTIC:

INSERTION  FORCE:35N(3.57KGF)  MAX

EXTRACTION  FORCE:10~35N (1.02  3.57 KGF)MIN

Ordering Code:

Contact Plating

G0: Gold flash

G1:  3u" Gold

G2:  5u" Gold

G3: 10u" Gold

G4: 15u" Gold

G5: 30u" Gold

Contact Material:

B:Brass

P:phosphor copper

4

Packing

A:Tray B:Bag

C:Tube D:Tape ＆ Reel

Series No:1
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Shell Material:

B:Brass   I:Iron

S:stainless steel
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Insulator Material:

P:PBT+30%GF

L:LCP
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Color Insulator

A:White  B:Black

6

 UAFR22 - X  -  X  -  X  -  X  - X  -  X

1
2

3
5

4

6 7

D D

1 2 3 4 5 6 7 8

1 2 3 4 5 6 7 8

Unless Otherwise specified tolerance

X.±0.35

X.X:±0.25

X.XX:±0.20

X.XXX:±0.15
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