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Technical Data Sheet 

No. Basic information Unit Guaranteed 

1 Manufacturer  Jiangshan Scotech Electrical Co.,Ltd 

2 Standard  IEC60076 

3 Type  Oil immersed power transformer 

4 Installation  Outdoor 

5 Altitude M ≤1000 

6 Rated power KVA 10000 

7 Primary voltage KV 33 

8 Secondary voltage KV 33 

9 Vector group  Ynyn0 

10 Rated Frequency HZ 50 

11 Cooling   ONAN 

12 Number of windings  2 

13 Number of phases  3 

14 Type of tap Changer  OLTC 

15 Tapping range  ±10*1.5%@primary side 
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16 Impedance % 7 

17 No-load loss KW 8.5 

18 On load loss KW 72 

19 Basic insulation level   

19.1 
Basic impulse lighting 
withstand voltage-           
primary side(BIL) 

KV 185 

19.2 
Power Frequency withstand 
voltage-                          
primary side 

KV 85 

19.3 
Basic impulse lighting 
withstand voltage-      
secondary side(BIL) 

KV 185 

19.4 
Power Frequency withstand 
voltage-                          
secondary side 

KV 85 

19.5 
Oil temperature rise @      
rated service condition 

K 55 

19.6 
Winding temperature rise @ 
rated service condition 

K 65 

20 Material   

20.1 Winding material  Cu 

20.2 Core material  Grain oriented silicon steel sheet 

20.3 Coolant material  PCB free transformer mineral oil 

20.4 HV bushing material  Porcelain  

20.5 Neutral bushing material  Porcelain  

20.6 LV bushing material  Porcelain  
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21 Dimension and weight   

21.1 Transport Dimension(L*W*H) mm As per drawing 

21.2 Transport Weight kg As per drawing 

21.3 Overall Dimension(L*W*H) mm As per drawing 

21.4 Total Weight kg As per drawing 

22 Others   

22.1 Location of HV bushings  Mounted on top of tank cover              

22.2 Location of LV bushings  Mounted on top of tank cover           

22.3 Location of Neutral bushings  Mounted on side of tank cover 

23 Accessories QTY Remarks 

23.1 
Plate type detachable radiator 

1 lot / 

23.2 
Oil temperature indicator with 

alarm and trip contacts 
1 / 

23.3 Pressure relief valve 1 / 

23.4 Oil level indicator 1 / 

23.5 
Buchholz relay with alarm and 

trip contacts 
1 / 

23.6 Oil conservator 1 / 

23.7 Breather 1 / 
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23.8 Oil sample valve 1 
/ 

 

23.9 Oil drain valve 1 / 

23.10 Oil filling valve 1 / 

23.12 Earthing terminal 1 / 

23.13 Terminal box 1 Stainless steel 

23.14 Lifting lugs 4 For top cover and whole unit 

23.15 Skid base 1 / 

23.16 On load tap changer 1 Shanghai Huaming Brand 

 
 



No. Code Name QTY Remarks

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

SZ.10000.01

SZ.10000.03 Oil tank 1

Tank Cover 1

Bolt M24x100 8

24 flat gasket 16

Main oil drain valve 1BF-80

∅80 round butterfly valve 16BDZF3-L80/5

Plate radiator 8PCJ1500(1800)-31/520

Name plate 1

SZ.10000.01/3

SZ.10000.04 Core assemble 1

SZ.10000.05 Active part insulation 1

SZ.10000.06

HV coil

1

SZ.10000.07

LV coil

1

SZ.10000.08 HV leading 1

SZ.10000.09 LV leading 1

SZ.10000.02

24 nuts 16

HV LV bushings BJL-35/300 86BT.280.1203.3

24

25

26

27

28

29

30

31

32

33

Untanking Oil Transport Total

Weight(kg)

34

35

80 copper valve

SZ.10000.01/5

36

37

38

8500 5210 15600 22000

Terminal box 1

Oil sample valve 1

Wiring diagram 1

Pressure relief valve 1YSF-55/80

Oil temp indicator 1WTYK-803/XMT-288FC

Tank edge Sealing gasket 1

M20x90 Bolt 82

20 nut 82

Out put 4-20mA

Stainless steel

Phase plate 1lot

Supporter 1

SZ.10000.01/6

SZ.10000.01/7

39

40

41

42

OLTC 1CVIII-350Y/40.5-12233W Shanghai Huaming

20 flat gasket 164

20 spring gasket 82

10MVA-33/33KV

Type :                        SZ-10000/33

Technical Standard ：         IEC60076

Standard NO.：                SZ.10000

Insulation Level：            LI170AC70/LI170AC70

Operation Condition ：        OUTDOOR 

Altitude ：                   1000m 

Cooling ：                    ONAN

Rated Frequency ：            50Hz

Phase ：                      3 

Rated power ：                10000kVA

Rated voltage ：              33±10X1.5%/33kV

Vector Group：                YNyn0

Impedance Voltage ：

No-Load Loss ：

No-Load Current ：

Transportation Weight ：     15600 kg

Total Oil Weight ：          5210 kg

Transformer Active Part ：   8500 kg

Tap 

1

2

3

4
5

9

8
7

6

Connected Tappings

H.V.Side 

Voltage(V) Current(A) 

L.V.Side 

10
11

12

13

15

17
16

14

18

19

Ak-A+

Bk-B+
Ck-C+

Ck-C

Bk-B
Ak-A

X1-Y1-Z1

X2-Y2-Z2

X4-Y4-Z4

X3-Y3-Z3

X8-Y8-Z8
X7-Y7-Z7

X6-Y6-Z6

X5-Y5-Z5

X9-Y9-Z9

AK-BK-CK

X9-Y9-Z9
X8-Y8-Z8

X7-Y7-Z7

X6-Y6-Z6

X5-Y5-Z5
X4-Y4-Z4

X3-Y3-Z3

X2-Y2-Z2
X1-Y1-Z1

33000 175.0

Ex-factry No. ：

Manufacturing date： month year

Load Loss ：

R7.5

%

KW

%

KW

Total Weight ：              22000 kg

﹣
﹣

﹣

ON-LOAD-TAP-CHANGING POWER TRANSFORMER 
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～

X10

X2
BK

Y11

Y1

+
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～

Y10

Y2
CK

Z11

Z1

+
-

～

Z10

Z2

37950

37455

36960
36465

35970

35475
34980

34485

33990
33495

33000

33000
33000

32505

32010

31515
31020

30525

30030
29535

29040

28545
28050

152.1

154.1

156.2
158.3

160.5

162.7
165.1

167.4

169.9
172.4

175.0

175.0
175.0

177.6

180.4

183.2
186.1

189.1

192.3
195.5

198.8

202.3
205.8

Voltage(V) Current(A) 

Temperature rise of top oil： 50 K

0

20
21

22

23

X10-Y10-Z10
X11-Y11-Z11

X10-Y10-Z10

X11-Y11-Z11

345 155 500500

737.5 737.5

2400

4510

1475

1525

4575

3
3
6
0

6
5
7

tank center
Ø610

2400

1
4
0

1
9
3
8

8
0
0

2
3
0

710

2
0
0
0

6
5
0
0

Active part lifting

2
0
4
7

1
9
2
6

1

2

9-12

3-8

Adjust Paper board 40

QJ4-50 Gas relay 1

∅50 vacuum butterfly valve 2ZF211.3

∅610x2400 Conservator 15BT.461.1305.12/1

Oil level indicator 1

1.5kg Breather 1

Tube 1F(D)50-0.25

YZF3-140

SZ.10000.01/1

Capsule∅620x2410 1

13

14-23

SZ.10000.01/2 Cabinet feet 2

Gas guide box 1DQIII-3

24,25 26

Radiator connection board 4SZ.10000.01/4

27

2829

30-31

32 33-35

Gaskets 1∅580/∅600*10
OLTC operating mechanism 1SHM-D

36-40 41

A0 B C

0 a b c

M16

HV terminal

4
34
3
0

4
3
0

Power Transformer

General Assemble Drawing

AutoCAD SHX Text
SHM-D

AutoCAD SHX Text
SMS



main transformer oil level POL1

X[1]-2
21

X[1]-1

3 X[1]-3

signal

pressure relief valve1 EPR1 YSF-55/80

3 X[1]-7X[1]-5 1

2

main gas relay  KB1 QJ4-80

X[1]-10

4

2

3

1

X[1]-13

X[1]-9

X[1]-11 trip

signal

5 X[1]-14trip

1

2

3

POL1-1
to main transformer oil level

POL1-2

POL1-3

Public

5

6

7

EPR1-1

EPR1-3

to pressure relief vavle

YSF-55/80
trip

9

10

11

12

13

KB1-1

KB1-2

KB1-3

KB1-4

to main gas relay

QJ4-80

signal

trip

14 KB1-5

16

17

18

POP1-1

to temperature controller

BWY-803A

POP1-2

POP1-3

PT100

19

20

21

POP1-4

POP1-5

POP1-6

22

23

24

POP1-7

65℃

to PT100

4

8

15

X1

25

26

27

28

29

30

31

32

33

34

35

36

37

38

39

40

POL2-1

to On-Tap changer oil level

YZF-140

POL2-2

POL2-3

KB2-1

KB2-2

to on-load changer gas relay

QJ4-25
trip

On-Tap changer oil level  POL2

X[1]-27
21

X[1]-26

3 X[1]-28

signal

on-load tap changer gas relay  KB2 QJ4-25

21 X[1]-31X[1]-30 trip

55℃

lower limit output

220V AC

K1

K2

Pt100

R1

R2

R3

A1

A2

B1

B2

+

-

X1-16

4- 20mA

low

WTYK-802A/XMT-288FC syetem wiring drawing POP1
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Secondary terminal drawing

SZ.10000.01/6

signal

trip

signal

commonhigh

higher limit output

lowcommonhigh

signal

signal

signal

signal

signal

signal

Public

X1-17

X1-18

X1-19

X1-20

X1-21

X1-22

K3

C1

C2

X1-23

X1-24

POP1-8

POP1-9

85℃

signal

Power Transformer
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SZ-10000/33

NAME PLATE

SZ.10000.01/5

Type : SZ-10000/33

Technical Standard ： IEC60076

Standard NO.： SZ.10000

Insulation Level： LI200AC85/LI200AC85

Operation Condition ：        OUTDOOR 

Altitude ： 1000m 

Cooling ： ONAN

Rated Frequency ： 50Hz

Phase ： 3 

Rated power ： 10000kVA

Rated voltage ： 33±10X1.5%/33kV

Vector Group： YNyn0

Impedance Voltage ：

No-Load Loss ：

No-Load Current ：

Transportation Weight ：     15600 kg

Total Oil Weight ： 5210 kg

Transformer Active Part ：   8500 kg

Tap 

1

2

3

4

5

9

8

7

6

Connected Tappings

H.V.Side

Voltage(V) Current(A) 

L.V.Side

10

11

12

13

15

17

16

14

18

19

Ak-A+
Bk-B+
Ck-C+

Ck-C
Bk-B
Ak-A

X1-Y1-Z1

X2-Y2-Z2

X4-Y4-Z4

X3-Y3-Z3

X8-Y8-Z8

X7-Y7-Z7

X6-Y6-Z6

X5-Y5-Z5

X9-Y9-Z9

AK-BK-CK

X9-Y9-Z9

X8-Y8-Z8

X7-Y7-Z7

X6-Y6-Z6

X5-Y5-Z5

X4-Y4-Z4

X3-Y3-Z3

X2-Y2-Z2

X1-Y1-Z1

33000 175.0

Ex-factry No. ：

Manufacturing date： month year

Load Loss ：

415

440

3
2
5

1
5
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1
5
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2
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R7.5

R2

%

KW

%

KW

Total Weight ： 22000 kg

﹣
﹣
﹣

6-Ø5(通孔)

ON-LOAD-TAP-CHANGING POWER TRANSFORMER 
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154.1
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160.5
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169.9
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175.0

175.0

177.6

180.4

183.2

186.1

189.1

192.3

195.5

198.8

202.3

205.8

Voltage(V) Current(A) 

Temperature rise of top oil： 50 K
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