nal@int

COMPANY PROFILE

BT anlt
NEIPEES

ZHEN HUAN GROUP LIMITED
(Shenzhenshi Zhenhuan Electronics
Ltd., Shenzhenshi Keysun
Technology Co., Ltd.), founded in
2008, is the executive director of the
Institute of China power supply unit,
set product development,
manufacturing, sales and service in
one.We focus on switching power
supply, power adapter, DC-DC power
supply, charger, LED power supply,
etc.. The company has a number of
automatic production line and
excellent testing equipment, products
of power from 5~1000W (voltage 3-
48V, current 0.3A-83A) a total of 500
kinds of models, and most of its
products carry UL. cUL. CSA. TUV-
GS. SAA. C-TICK. PSE. KC. CE.
CB. EMC. FCC. RoHS. CCC marks
and other international certification.
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Address: 6 Floor, Building 1, Fuhong Industrial Park,

Fengtang Avenue, Tangwei Community, Fuhai Street,

Baoan District, Shenzhen, China.

Landline:(+86)0755-81461285
Fax:(+86)0755-81461215
E-mail:power@szzhpower.com
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Shenzhenshi Zhenhuan Electronic Co., Ltd.
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Professional Manufacturer of power
supply,LED driver,Level VI power
adapter,SMPS.

Http://www.szzhpower.com
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Feature

Desktop Power Adapter

Desktop AC Adapter/LED Driver

‘Universal AC input/ Full range

‘No load power consumption: 48W or less adapter < 0.1W;

exceeding 48W adapter < 0.21W
-Energy efficiency Level VI (100W or less adapter up to 91%;

exceeding 100W adapter up to 90%)
-EU ErP and meet CoC Version 5

-Protections: Overload / Over temperature / Short circuit / Over voltage / Over current

-Class Il power (without earth pin) and Class | power (with earth pin)
-Compact Size, fully enclosed plastic case
-LED indicator for power on
-Optional AC input socket
-Optional lock type DC plug
-100% full load burn-in test
-3 years Warranty

Accurate, low noise, energy saving, stand time; 20ms Min

Explain
Input 100-240V AC+10%; 50/60Hz; start time; 3s Max; start surge current; 50A/240VAC Max
Output CV(Constant Voltage) mode, CC(Constant Current) mode

Working Environment

-10°C-40°C_5%-90%RH

Storage Environment

-20°C-85C  5%-90%RH

Cooling method

Natural Cooling down

Energy saving DOE VI, CEC VI

RoHS compliant Yes

Safety standard EN61558-2-16/EN60950/EN61347-2-13/UL1310

Safety Approval UL CUL FCC CE KC GS PSE RCM SAA C-TICK CB RoHS CCC

Technical parameters

3V-36V 100mA-2000mA

Hr i % #Ref.data R~ Dimension (mm)

A% o, & 5 #, 3 B K x #
Max.Watts Voltage Current (L) (W) (H)
18W 3V-36V 100mA-1500mA 82 40 30
36W 3V-48V 100mA-4000mA 94 46 32
60W 3V-48V 100mA-6000mA 114 50 31
72W 3V-48V 100mA-7000mA 119 53 32
84W 3V-48V 100mA-8000mA 140 60 35
100W 3V-48V 100mA-8300mA 153 60 38
120W 3V-48V 100mA-10000mA 172 72 42
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Wall Mount Power Adapter
USA/ Europe /Australia/England / USB / Spin PIN / China
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To survive by quality
To develop by technology
Feature
-Universal AC input/ Full range
‘No load power consumption < 0.1W
-Energy efficiency Level VI
-Protections: Overload / Over temperature /
Short circuit / Over voltage / Over current

-Class |l power (without earth pin)

-Compact Size, fully enclosed plastic case
-3 years Warranty

Output Accurate, low noise, energy saving, stand time; 20ms Min

-10°C-40°C_5%-90%RH

-20°C-85°C 5%-90%RH

Natural Cooling down

DOE VI, CEC VI

Yes

EN61558-2-16/EN60950/EN61347-2-13/UL1310

UL CUL FCC CE CCC KC GS PSE RCM SAA C-TICK CB RoHS

Technical parameters

YRef.data

e, JE 5 E
Voltage Current (L)

Dimension (mm)

3V-48V 100mA-3000mA
9

=
|
w0
I
R

2
W :
I T
36W 3V-48V 100mA-4000mA
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Interchangeable AC Adapter
Interchangeable AC Adapter/LED Driver

Feature

‘Interchangeable AC plugs (plug kit sold separately)
‘Universal AC input/ Full range

‘No load power consumption < 0.1W

-Energy efficiency Level VI (up to 91%)

‘EU ErP and meet CoC Version 5

‘Protections: Overload / Over temperature / Short circuit / Over voltage / Over current
‘Class Il power (without earth pin)

-Compact Size, fully enclosed plastic case

‘LED indicator for power on

‘Optional lock type DC plug

*100% full load burn-in test

-3 years Warranty

Explain
Input 100-240V AC+10%; 50/60Hz; start time; 3s Max; start surge current; 50A/240VAC Max
Output CV(Constant Voltage) mode, CC(Constant Current) mode

Accurate, low noise, energy saving, stand time; 20ms Min
Working Environment| -10°C-40°C_ 5%-90%RH
Storage Environment| -20°C-85°C  5%-90%RH
Cooling method Natural Cooling down

Energy saving DOE VI, CEC VI

RoHS compliant Yes

Safety standard EN61558-2-16/EN60950/EN61347-2-13/UL1310

Safety Approval UL CUL FCC CE CCC KC GS PSE RCM SAA C-TICK CB RoHS

Technical parameters

i % #(Ref.data

Rt Dimension (mm)

&R E R ST B oS8 B * i =]
Max.Watts Voltage Current (L) (W) (H)
12W 3V-36V 100mA-2000mA 62 39 32
36W 3V-36V 100mA-3000mA 93 48 42

HIGH
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