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Product Color

Black/White/Grey

Specifications

Height range          (mm)

min.620/max.1270

Width range           (mm)

964~1600

Max.speed           (mm/s)

35

Noise                       (dB)

≤50

Max.load                    (N)

1600

Duty cycle

Max.10%

UP1A-01
Dual Motor 3 Stage

Product Color

Black/White/Grey

Specifications

Height range          (mm)

min.620/max.1270

Width range           (mm)

964-1600

Max.speed           (mm/s)

35

Noise                        (dB)

≤50

Max.load                    (N)

1600

Duty cycle

Max.10%

UP1A-04
Dual Motor 3 Stage
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Product Color

Black/White/Grey

Specifications

Height range          (mm)

min.620/max.1270

Width range           (mm)

964~1600

Max.speed           (mm/s)

35

Noise                       (dB)

≤50

Max.load                    (N)

1600

Duty cycle

Max.10%

UP1A-07
Dual Motor 3 Stage

Product Color

Black/White/Grey

Specifications

Height range          (mm)

min.620/max.1270

Width range           (mm)

964-1600

Max.speed           (mm/s)

35

Noise                        (dB)

≤50

Max.load                    (N)

1600

Duty cycle

Max.10%

UP1A-08
Dual Motor 3 Stage
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Product Color

Black/White/Grey

Specifications

Height range          (mm)

min.700/max.1200

Width range           (mm)

964-1600

Max.speed           (mm/s)

30

Noise                        (dB)

≤50

Max.load                    (N)

1200

Duty cycle

Max.10%

UP1B-01
Dual Motor 2 Stage

Product Color

Black/White/Grey

Specifications

Height range          (mm)

min.700/max.1200

Width range           (mm)

964-1600

Max.speed           (mm/s)

30

Noise                       (dB)

≤50

Max.load                    (N)

1200

Duty cycle

Max.10%

UP1B-07
Dual Motor 2 Stage
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Product Color

Black/White/Grey

Specifications

Height range          (mm)

min.700/max.1200

Width range           (mm)

1100-1700

Max.speed           (mm/s)

30

Noise                       (dB)

≤50

Max.load                    (N)

1200

Duty cycle

Max.10%

UP1B-08
Dual Motor 2 Stage

Product Color

Black/White/Grey

Specifications

Height range          (mm)

min.700/max.1200

Width range           (mm)

1100-1700

Max.speed           (mm/s)

30

Noise                        (dB)

≤50

Max.load                    (N)

1200

Duty cycle

Max.10%

UP1B-12
Dual Motor 2 Stage
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Product Color

Black/White/Grey

Specifications

Height range          (mm)

min.710/max.1160

Width range           (mm)

1100-1400

Max.speed           (mm/s)

22

Noise                        (dB)

≤50

Max.load                    (N)

1000

Duty cycle

Max.10%

UL1-01
Single Motor 2 Stage

Product Color

Black/White/Grey

Specifications

Height range          (mm)

min.710/max.1160

Width                     (mm)

1100-1400mm

Max.speed           (mm/s)

22

Noise                        (dB)

≤50

Max.load                    (N)

1000

Duty cycle

Max.10%

UL1-03
Single Motor 2 Stage
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Product Color

Black/White/Grey

Specifications

Height range          (mm)

min.710/max.1160

Width range           (mm)

1100-1400

Max.speed           (mm/s)

22

Noise                        (dB)

≤50

Max.load                    (N)

1000

Duty cycle

Max.10%

UL1-05
Single Motor 2 Stage

Product Color

Black/White/Grey

Specifications

Height range          (mm)

min.710/max.1160

Width                     (mm)

1100-1400

Max.speed           (mm/s)

22

Noise                        (dB)

≤50

Max.load                    (N)

1000

Duty cycle

Max.10%

UL1-07
Single Motor 2 Stage
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Product Color

Black/White/Grey

Specifications

Height range          (mm)

min.620/max.1270

Width range           (mm)

964-1600

Max.speed           (mm/s)

35

Noise                        (dB)

≤50

Max.load                    (N)

1600

Duty cycle

Max.10%

UP4
Back to Back Desk Frame

Product Color

Black/White/Grey

Specifications

Height range          (mm)

min.620/max.1270

Width                     (mm)

964-1600

Max.speed           (mm/s)

35

Noise                        (dB)

≤50

Max.load                    (N)

1600

Duty cycle

Max.10%

UP5
L Shape Standing Desk Frame
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DPF-1

Suitable for UP1A, UP1B and UL1 Series

Length 600/680mm

Width 80mm

Height 20mm

Suitable for UP1A and UP1B Series

Length Optional 600/680/700mm

Width 70mm

Height 20mm

DPF-3

Optional Foot

DPF-2

Suitable for UP1B and UL1 Series

Length 600mm

Width 60mm

Height 20mm

UH1
Suitable for UP1A and UP1B Series

UH4
Suitable for UP1A and UP1B Series

Optional Control System

Optional Tabletop Color

ZC-001 ZC-064

HJXM-01

BYL-01

ZC-390 ZC-319 YT-01 ZC-061 ZC-389

ZC-053 ZC-057 YM-01

A01 A02 A03

Optional Accessories
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Calbe Management

CPU Holder

Dual-Monitor Arm Divider

Anti-Fatigue-MatUnder Desk Power Sockets

Cable Cover

Handset
Touch Screen Two Memory Buttons

Adapter Control box Handset
4 Memory Buttons with USB

UH5
Suitable for UP1A and UP1B Series

Control box

Integrated Control System
No Memory Buttons with USB

Control box Handset
4 Memory Buttons

Integrated Control System
No Memory Buttons with USB

Integrated Control System
4 Memory Buttons with USB

UH6
Suitable for UL1 Series

UH7
Suitable for UL1 Series

UH8
Suitable for UP1A and UP1B Series

Caster

Single-Monitor Arm

CPU Holder Under The Desk Cable Tray Organizer Under The Desk Cable Tray Organizer
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Certificate

Patent


