
NS-8249-D  
雙頭冷熱圈領機

Double Hot and Cool Head Collar C

• 適用於將領窩壓至圓滑，提高整熨及包裝品質

適合領長度14 ½" 18" 有效壓領長度11"

•

• 適合領長度14 ½"~18"，有效壓領長度11"       

（約2/3領長）

• 一個工人可同時操作左右模，節省勞動力，提高

工作效率

• 采用冷熱模自動移位設計，對領窩進行熱壓及迅

速冷卻定型，加強立體感並成倍提高工作效率

• 采用PLC可編程控制器控制及人性化觸摸顯示屏

•

•

•

• 采用PLC可編程控制器控制及人性化觸摸顯示屏

操作

• 備有數字式溫度控制器控制溫度更為精確
•
•

型號

Model
電源

Power Supply
發熱線(kW)

Heater

冷凍機(HP)

Chiller

有效壓領長度(inch
Effective Pressed Collar L

NS-8249-D 1PH/220V/50Hz 2 0.4 11

Creasing Machine

雙側同時操作
Both sides creasing simultaneously

a

Suitable for creasing collar into a smooth and round shape, 
thereby to enhance the quality of ironing and packaging

a. 熱壓狀態 Hot creasing
b. 冷壓狀態 Cold creasing

b

thereby to enhance the quality of ironing and packaging
Suitable collar length 14 ½"~18", effective pressed collar 
length 11" (about 2/3 collar length) 
One worker can handle the operation of both left and right 
moulds at the same time, thus reduced manpower and high 
efficiency 
Automatic position shift of cold and hot heads enables instant 
collar cooling after hot pressing, thereby to strengthen the 3D g p g y g
effect and double the work efficiency  
Adopt PLC and user friendly touch screen for control
Digital thermostats provide accurate temperature control 

h)
Length

壓縮空氣壓力(kgf/cm2)
Pressure of Compressed Air

耗壓縮空氣量(L/min.)
Compressed Air Consumption

機身尺寸(mm)
Machine Size

5 100 980×840×1700

NS-8249-D  2020-08-11  V1.30


