
NS-100B
領咀鈕樸打孔送樸器
Collar Down Button Lining Feeding Punching Device

• 適用於厚樸或布料粘樸打孔送樸，取締傳統式的

手動放樸

雙馬達獨立控制送料與收料 快捷方便

• Suitable for hole punching and feeding of thick tape or fabric 
fused with interlining to replace traditional manual feeding

• Feed and collection are executed by independently controlled  
• 雙馬達獨立控制送料與收料，快捷方便

• 工序簡化，提高工作效率

• 樸寬19mm，最大沖孔直徑Ø12mm

• 跟機配件適合JUKI LK 1903縫紉機安裝，包含打

樸模Ø12mm、篩板、鈕盤和電箱，其它縫紉機

需提供詳細型號

• 用戶需提供樸布樣品及材料來樣測試
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motors, therefore fast and convenient

• Simplified process, high efficiency
• Tape width: 19mm, maximum punched hole diameter Ø12mm
• Supplied accessory suitable for installation of JUKI LK 1903 

sewing machine head, including punching mould Ø12mm, tape 
guide, button feed plate and electric box. For other sewing 
machine head, please provide model details

• Users need to provide sample tape and other materials for test
選購件：

打樸模Ø10mm、打樸模Ø12mm

• Users need to provide sample tape and other materials for test
Options:

Punching moulds: Ø10mm, Ø12mm

型號

Model
電源

Power Supply
總功率(kW)
Total Power

NS-100B 1PH/220V/50Hz 0.1
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