
NS-9085-D-N牛仔褲摺袋機
Jeans Pocket Creasing Machine
NS-9085-D-L牛仔褲摺袋機-加大
Jeans Pocket Creasing Machine-LaJeans Pocket Creasing Machine-La

• 本機適用於牛仔布袋的焗熨，可將斜邊袋口的突

出部分反摺

• 采用PLC可編程控制器控制及人性化觸摸顯示屏• 采用PLC可編程控制器控制及人性化觸摸顯示屏

操作

• 雙壓模設計，提高工作效率

• 采用鐳射燈輔助定位，摺袋更精確，效果更佳

• 采用電加熱及獨立數字式溫度控制器控制溫度，

溫度控制準確，最高溫度可達200℃

型 號
Model

電 源
Power Supply

總功率(kW)
Total Power

壓縮空氣壓力 (kgf/cm2)
Pressure of  Compressed Air

耗壓縮空
Compressed A

NS-9085-D-N
1PH/220V/50Hz 4.2 5

NS-9085-D-L

• 袋模可更換，可根據客戶提供紙樣特製配套袋模

argearge

• Suitable for jeans pocket creasing and pressing, able to 
turn and fold the pocket edge corner to prevent it extending 
out 
Ad t PLC d f i dl t h f ti• Adopt PLC and user friendly touch screen for operation

• Double pressing mould design for high efficiency
• With laser markers used for pocket positioning, creased 

pocket is more accurate and consistent
• Electric heating mode and independent digital thermostat 

are used for accurate temperature control, max. 
temperature could reach 200℃

• Pocket mould can be replaced, and we can provide 

空氣量 (L/min)
Air Consumption

最大摺袋尺寸 (mm)
Max. Size of Creased Pocket

淨重 (kg)
Net Weight

毛重 (kg)
Gross Weight

機身尺寸 (mm)
Machine Size

50
190×190 264 332

840×970×1470
250×250 280* 350*

customized special mould according to user’s pocket 
pattern 
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